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Executive Summary 
 

Traditionally, highway agencies relied mainly on man-entry approach for assessing in- 
service conditions of their culverts. However, this direct approach left many drainage 
structures unapproachable and uninspected. This is because a large number of drainage 
structures are often either too small (diameter or rise less than 4 ft), inaccessible 
(entrance restricted by a catch basin or manhole, or entrance located at the bottom of a 
steep slope), or obstructed (filled with water or sediment) for man-entry. These 
undesirable culvert conditions are particularly common in Ashtabula County, where a 
majority of culverts range in diameter from 12 to 36 inches and are sometimes obstructed 
partially by sediment and/or water. In addition, the outlet ends of the drainage structures 
along the northern boundary of this county, draining to Lake Erie, are situated on steep 
unstable soil slopes. 

 
The main goal of the study was to identify workforce remote culvert inspection 
technologies for the ODOT Ashtabula County garage which are cost effective, easy and 
safe to operate, reliable, capable of performing post-installation inspection, capable of 
measuring deflections, capable of measuring crack sizes, and capable of providing 
enough data to allow accurate ratings for each culvert remotely assessed. 

 
After several months of an extensive literature review, online data search, discussions 
with the Ashtabula County garage workforce, and discussions with other TAC members, 
several promising remote inspection systems surfaced that are believed to be helpful for 
the Ashtabula County garage. These systems varied from small pipe crawlers, to larger 
multi-sensor platform units as well as micro-size UAVs. The teamôs recommendations are 
accompanied with a set of decision tree charts and system matrices. In order to support 
the recommended solutions, the team has done initial testing of micro-UAS, and 
addressed UAS risk assessment and crawlers/UAS cost issues. The team also identified 
emerging technologies that need to be explored in the near future, with respect to the 
remote culvert inspection systems. 
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Project Background 

There are over 80,000 culverts under Ohioôs roadways that the Ohio Department of 
Transportation (ODOT) is responsible for maintaining. An essential component of 
effective culvert management is periodic inspection. 

 
Traditionally, highway agencies relied mainly on man-entry approach for assessing in- 
service conditions of their culverts. This direct approach left many drainage structures 
unapproachable and uninspected because they are often too small (diameter or rise less 
than 4 ft), inaccessible (entrance restricted by a catch basin or manhole, or entrance 
located at the bottom of a steep slope), or obstructed (filled with water or sediment) for 
man-entry. These undesirable culvert conditions are particularly common in Ashtabula 
County, where a majority of culverts range in diameter from 12 to 36 inches and are 
sometimes obstructed partially by sediment and/or water. In addition, the outlet ends of 
the drainage structures along the northern boundary of this county, draining to Lake Erie, 
are situated on steep unstable soil slopes. 

 
Every time a new culvert is placed or an old deteriorate culvert is replaced under a 
state/interstate highway in Ohio, it must be inspected right after installation (post- 
construction inspection) and periodically thereafter per ODOT requirement. ODOT has 
Construction & Materials Specifications (CMS) Item 611.12 that dictates how the post- 
construction culvert inspection must be conducted in Ohio. 

 
Within the last two decades, there has been a constant push in industry and academia to 
develop portable remote sensing systems for inspecting underground pipelines. The 
technologies that were tapped into included camera, closed circuit television (CCTV), 
optical scan (digital imaging), laser-scan, and ultrasonic scan (sonar). Some researchers 
also looked into potential benefits of several other indirect techniques, such as acoustic 
measuring, light detection and ranging (LiDAR), and ground penetrating radar (GPR), for 
assessing conditions of culverts. Recently, there has been an outbreak of development 
in unmanned aerial vehicles (UAVs) or drones. This technology appears to hold potentials 
to be useful for inspecting inaccessible infrastructure including bridges and culverts. 

 
In summary, there is a need to study the current and emerging technologies and identify 
the most promising remote inspection systems that can be used to inspect culverts that 
prohibit traditional man-entry inspection. This effort is needed immediately to help the 
ODOT Ashtabula County maintenance forces manage their culvert infrastructure more 
completely, which will lead to improved safety for motorists in their area. 

 
The main goal of the study was to identify for the ODOT Ashtabula County garage 
workforce remote culvert inspection technologies which are cost effective, easy and safe 
to operate, reliable, capable of performing post-installation inspection (according to the 
ODOT Item 611.12), capable of measuring deflections, capable of measuring crack sizes, 
and capable of providing enough data to allow accurate rating for each culvert remotely 
assessed. 
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The Ashtabula County garage workforce already had a push camera, a HIVE (a RC- 
control vehicle), and a wheel-powered pipe crawler suitable for inspecting pipes that 
range from 8ò to 48ò in diameter. The crawler comes with a CCTV camera, and a laser 
ring profiler is also available. They utilized these inspection systems occasionally and 
experienced some issues with each. The push camera is useful for very small diameter 
pipes, but its camera head has a tendency to hang up against small debris and at joints 
due to offsets/gaps. The HIVE is limited, as it currently has difficult lighting control, does 
not support a wide range of pipe diameter sizes, has poor pan-and-tilt control on the 
camera, accommodates only one sensor (a camera), tends to lose traction on top of wet 
sediment, and has limited software and data analysis support. And, the small pipe crawler 
system is relatively heavy, too large for very small size pipes, has insufficient lighting, and 
is wheel-powered and has a tendency to have its wheels get stuck at joints. 

 

ODOT acquired some remote inspection systems over the past few years, including 
mobile vans (to support CCTV inspection systems), CCTV-camera pipe crawlers, and 
micro UAVs. These systems are going to be positioned regionally in the state and will be 
made available to any ODOT garage workforce. Recommendations coming out of this 
study intend to help the Ashtabula County garage and also expand and strengthen the 
plans ODOT has with their existing systems. 

 
 

Research Context 
 

This 6-month Phase-1 study was initiated in the summer of 2017 to identify remote culvert 
inspection technologies that can be beneficial to the ODOT Ashtabula County garage 
workforce, so that they can safely inspect and rate culverts that have not been assessed 
for years due to their field conditions that make them unavailable for the traditional man-
entry inspection. With these new capabilities, the ODOT Ashtabula County garage 
workforce will be able to identify additional culverts that need to be rehabilitated or 
replaced before they experience sudden structural failure. The added capabilities in 
managing culvert infrastructure will lead to cost savings for the garage and higher degrees 
of safety for local motorists. 

 
In order to achieve the main goal stated above, the research team was assembled from 
two research institutions ï Ohio University (Athens, Ohio) and Applied Research 
Associate (Randolph, Vermont). The team performed the following 5 tasks during the 
Phase 1 study: 

 

Task 1: Review ODOT specifications & manuals related to drainage conduit maintenance 
 

Task 2-Part 1: Meet with ODOT Ashtabula County maintenance forces and visit some 
culvert sites 

 

Task 2-Part 2: Conduct an extensive literature search on existing and emerging remote 
inspection technologies 
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Task 2-Part 3: Classify the commercially available and custom-made inspection systems 
by their technology (sensor) types and capabilities; Prepare decision tree charts that can 
aid in the system selections. Develop matrices that list and rank currently available 
systems that are potentially beneficial to the Ashtabula County garage personnel and 
changes that are needed on them (if any). 

 
Task 3: Issue draft Phase 1 report and draft Fact Sheet. 

 

Task 4: Have an End-of-Phase 1 review meeting with ODOT Ashtabula County garage 
workforce. 

 

Task 5: Develop detailed plans for Phase 2 if it is determined in Task 4 to take the current 
study into Phase 2 (field demonstrations phase). 

 
 

Research Approach 
 

Task 1 was necessary so that first of all the research team understands fully what 
inspections are required for culverts by ODOT and what observations/measurements are 
to be taken during each culvert inspection work. 

 
Task 2 (part 1) was a customary initial event in any ODOT-funded research project. The 
start-up meeting took place at the ODOT Ashtabula County garage. Through this meeting, 
the research team members learned firsthand the challenges that the Ashtabula County 
garage workforce is facing in managing culverts in their area. The meeting day activities 
also included visits to nearby culvert sites to reinforce what were discussed earlier during 
the indoor meeting. 

 
Task 2 (part 2) commenced right away, following the start-up meeting. The team 
understood early on that the solution to the challenges facing the ODOT Ashtabula 
County garage workforce cannot be a single robotic system. The team members spent 
many days, looking for information on the latest commercially available remote inspection 
systems of different types and capabilities through technical journals, trade magazines, 
and online search engines. Any promising system that surfaced was first discussed 
among the team members and then its information was distributed periodically to the TAC 
members for their questions and comments. During these exchanges, the team members 
also learned about the existing inspection tools that the Ashtabula County garage 
personnel had been using or would be able to take advantage of because of the ODOTôs 
recent acquisitions. 

 
In parallel to gathering the information on commercial systems, the team members also 
spent time on developing ideas for custom-design systems. This effort was necessary to 
overcome shortcomings that many commercial systems possess and also to look into the 
emerging technologies. 
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Once a variety of promising remote inspection systems for culverts were identified, in 
Task 2 (part 3) the team classified them into separate groups, compiled comparison tables 
within each group, attempted to rank the systems in each group, prepared decision-tree 
charts, and developed a concise matrix per system group. In addition, the team attempted 
some basic analyses related to risk and cost aspects. All these efforts were needed so 
that the team can arrive at the best solutions for the Ashtabula County garage workforce. 

 
The alternative for Task 5 is to revise and submit the Phase 1 interim report as the final 
report (in case a decision was made in Task 4 not to go into Phase 2). 

 

The table below is the time schedule chart that the team included in their proposal and 
followed closely during the project. 

 
 

Table 1: Time Schedule Chart 
 

 
Task 

Month During Project: 

1 2 3 4 5 6 

1       

2-a       

2-b       

2-c       

3       

4       

5       

 

[Note] Task 1 (review of ODOT specifications), Task 2-a (initial project meeting), Task 2- 
b (extensive search/review of information), Task 2-c (dissemination of information), Task 
3 (issuing of draft Phase 1 report), Task 4 (final project meeting), and Task 5 (issuing of 
final Phase 1 report). 
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Research Findings 
 

Task 1 (Review of ODOT Specifications) 
 

ODOT defines four different types of culvert inspection, which are listed in Table 2 below. 
Frequency of inspection required is summarized in Table 3. 

 

Table 2: Four Types of Culvert Inspection 

Inspection Type Purpose 

Inventory 
Inspection 

First inspection to collect inventory data & baseline conditions; Specific 
areas of focus & monitoring may be identified for future inspection; May 
be the same as the post-installation inspection 

Routine Inspection Regular scheduled inspection; Any changes from baseline conditions are 
noted 

Damage Inspection Special inspection to assess structural damage; Inspection data used to 
make a decision on load rating or repair work 

Interim Inspection Special inspection to monitor specific areas identified 

 
 

Table 3: Culvert Inspection Frequency Requirements by ODOT 

Category Inspection Frequency 

12ò to 48ò in Span Prior to routine roadway maintenance activities (ex. resurfacing) or 
every 10 years, whichever is less 

48ò to 120ò in Span Every 5 years 

General Rating Score < 4 Every year 

New Installation Within 30 days of project completion 

Modified Structure Within 120 days of modification 

 

ODOT developed detailed 0-9 scale culvert rating methods for concrete, metal, and 
thermoplastic culverts (see ODOT Culvert Management Manual, 2016). ODOT lists 
primary and secondary inspection assessment elements for each type. 

 
For concrete culverts: 

Å Primary conditions assessment elements are material, joints, footings (if any), 
protective coating (if any), inlet & outlet, slope & settlement, and horizontal 
alignment. 

Å Secondary assessment elements include roadway surface, guardrail, 
embankment, headwall/wingwall, channel, sediment (inside culvert). 
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For metal culverts: 

Å Primary conditions assessment elements are shape, deflection, metal surface, 
joints/seams, protective coating (if any), inlet & outlet, slope & settlement, and 
horizontal alignment. 

Å Secondary assessment elements include roadway surface, guardrail, 
embankment, headwall/wingwall, channel, sediment (inside culvert). 

 
For thermoplastic pipes: 
Å Primary conditions assessment elements are shape, deflection, metal surface, 

joints/seams, protective coating (if any), inlet & outlet, slope & settlement, and 
horizontal alignment. 

Å Secondary assessment elements include roadway surface, guardrail, 
embankment, headwall/wingwall, channel, sediment (inside culvert). 

 

Tables 4 through 9 present the numerical rating systems ODOT issued for assessing 
conditions of metal, concrete, and thermoplastic culverts. Tables 4 through 6 focus on 
material conditions in the culverts. The next two tables provide systems that are used to 
evaluate the shapes of the flexible metal and thermoplastic pipe structures. Table 9 
addresses alignment conditions for various types of culverts. It is noted here that the 
conditions that are relevant to material/alignment ratings can be assessed by having a 
high-resolution camera and bright lights. For assessing the culvert cross-sectional 
shapes, additional equipment such as a laser or a sonar profiler will be needed. 

Table 4: ODOT Material Rating Scale for Concrete Culverts 

Rating Descriptions 

9 (excellent) Like new; Superficial & isolated damage from construction 

8 (very good) Hairline cracking with no rust staining or delamination; Isolated damage from 
construction 

7 (good) Hairline cracking with no rust staining; Crack running along traffic direction; 
Crack width < 1/16ò; Light scaling of <10% of area, <1/8ò deep; 
Delaminated/spalled <1% of area; 

6 (satisfactory) Hairline map cracking; Crack width <1/8ò; Minor leakage; Scaling of <20% of 
area, <1/4ò deep; Delaminated/spalled <5% of area; Rebars exposed 

5 (fair) Map cracking w/ rust staining; Crack width <1/8ò; Leakage; Scaling of <30% 
of area, <3/16ò deep; Delaminated/spalled <10% of area; Rebars exposed 

4 (poor) Crack >1/8ò in traffic direction w/ leakage & rust staining; Spalling at many 
locations; Extensive scaling of invert, >1/2ò deep; Rebars exposed on the 
invert and/or top; Scaling of invert >3/4ò deep 

3 (serious) Extensive cracking w/ spalling & delamination; Slight differential movement; 
Rebars exposed extensively; 50% of thickness loss over invert; Concrete 
softening 

2 (critical) Full depth holes; Extensive cracking >1/2ò; Spalled area >50%; Rebars 
exposed >25% of area; Rebars having sectional loss 

1 (failure 
imminent) 

Culvert partially collapsed or collapse is imminent 
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Table 5: ODOT Material Rating Scale for Metal Culverts 

Rating Descriptions 

9 (excellent) Like new; Galvanizing intact; No corrosion 

8 (very good) Discoloration of surface; Galvanizing partially gone over invert; No rust; No 
pinholes 

7 (good) Discoloration of surface; Galvanizing gone over invert; No rust; Minor 
pinholes at ends 

6 (satisfactory) Galvanizing gone over invert; Layers of rust; Sporadic pitting over invert; 
Minor pinholes at ends 

5 (fair) Heavy rust & scale; Pinholes throughout; Perforations at ends 

4 (poor) Extensive heavy rust & scale throughout; Deep pitting; Perforations over 
invert; Metal loss up to 20%; Easy puncture with Prospectorôs pick 

3 (serious) Basically the same as above; Metal loss up to 25% 

2 (critical) Perforations throughout invert; Metal loss > 25% 

1 (failure imminent) Culvert partially collapsed or collapse is imminent 

 
 

Table 6: ODOT Material Rating Scale for Thermoplastic Pipes 

Rating Descriptions 

9 (excellent) Like new; No discoloration; No signs of distress 

8 (very good) Isolated rip or tear (>6ò in length; caused by construction or debris); Minor 
discoloration at isolated locations 

7 (good) Pipe split (<6ò in length) at 2 or 3 locations; Split opening <1/4ò; Ends 
damaged due to construction or maintenance; No backfill infiltration; 
Perforations due to abrasion within 5-ft end sections 

6 (satisfactory) Basically the same as above; Split opening <1/2ò 

5 (fair) Basically the same as above, Split opening >1/2ò 

4 (poor) Pipe split (<6ò in length) at several locations; Split opening >1/2ò; Backfill 
infiltration; Perforations due to abrasion, throughout pipe 

3 (serious) Pipe split (<6ò in length) at several locations; Split opening >1ò; Backfill 
infiltration; Sectional loss due to abrasion, especially over invert 

2 (critical) Basically the same as above, Pipe split (>6ò in length) at several locations; 
Split opening >1ò 

1 (failure imminent) Pipe partially collapsed or collapse is imminent 
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Table 7: ODOT Shape Rating Scale for Metal Culverts 

Rating Descriptions 

9 (excellent) Like new; Minor construction-related damage at ends; Span up to 2% larger 
than design 

8 (very good) Smooth curvature; Span up to 5% larger than design 

7 (good) Top half smooth & curved; Minor flattening of bottom; Span up to 7.5% 
larger than design 

6 (satisfactory) Basically the same as above; Bottom flat; Span up to 10% larger than 
design 

5 (fair) Significant distortion in top at one location; Bottom has reversed curvature 
at one location; Span up to 12.5% larger than design; May have 
nonsymmetric shape 

4 (poor) Significant distortion throughout; Lower 3rd may be kinked; Span up to 15% 
larger than design 

3 (serious) Extreme deflection at isolated locations; Top flattened; Bottom having 
reversed curvature throughout; Span larger than design by more than 15%; 
Extreme nonsymmetric shape 

2 (critical) Extreme distortion & deflection throughout; Span larger than design by 
more than 20% 

1 (failure imminent) Culvert partially collapsed with reversed curvature in top 

 
 

Table 8: ODOT Shape Rating for Thermoplastic Pipes 

Rating Descriptions 

9 (excellent) Smooth wall; Span up to 2% larger than design 

8 (very good) Smooth wall; Span up to 5% larger than design 

7 (good) Relatively smooth wall; Span up to 7.5% larger than design 

6 (satisfactory) Minor dimpling in isolated areas (<1/16 of circumference); Dimples <1/4ò 
deep; Span up to 10% larger than design 

5 (fair) Minor dimpling in isolated areas (<1/8 of circumference); Dimples <1/2ò 
deep; Span up to 12.5% larger than design 

4 (poor) Wall crushing or hinging over length <3 ft; Pipe deflection <15% 

3 (serious) Wall crushing or hinging over length >3 ft; Dimples >1/2ò deep; Wall 
tearing/cracking; Pipe deflection <20% 

2 (critical) Wall crushing or hinging throughout below roadway; Dimples >1/2ò deep; 
Severe wall tearing/cracking leading to pipe splitting; Pipe deflection >20% 

1 (failure imminent) Pipe partially collapsed or collapse is imminent 
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Table 9: ODOT Alignment Rating Scale for Metal, Concrete & Plastic Pipe Culverts 

Rating Descriptions 

9 (excellent) Straight; No settlement; No misalignment 

8 (very good) Minor settlement or misalignment 

7 (good) Minor misalignment at joints; Offset <1/2ò; Minor settlement at isolated 
locations; Ponding of water <3ò 

6 (satisfactory) Minor misalignment/settlement at isolated joints; Ponding of water 3ò-5ò 

5 (fair) Minor misalignment/settlement throughout culvert; Ponding of water <5ò, 
Ends dislocated and dropping off; Four or more sections having offset <3ò 

4 (poor) Major misalignment/settlement throughout culvert; Ponding of water <6ò, 
Ends dislocated and dropping off; Four or more sections having offset <4ò 

3 (serious) Significant ponding of water >6ò due to sagging or misalignment, Ends 
dislocated and dropping off; Four or more sections having offset >4ò 

2 (critical) Culvert not functioning due to serious alignment issues throughout 

1 (failure imminent) Culvert partially collapsed or collapse is imminent 

 
 

Table 10 lists common deterioration/distress modes that the team members observed 
while inspecting hundreds of metal, concrete, and thermoplastic drainage structures in 
the state. 

 
 

Table 10: Common Culvert Deterioration/Distress Modes in Ohio 

Material Type Common Defects Observed in Ohio 

Category Conditions 

Reinforced 
Concrete 

Material Pitting, Spalling, Cracking, Slabbing, Chloride attack 

Joints Cracking, Opening, Offset, Backfill/water infiltration 

Others Exposed rebars, Settling, Dropped ends, Voids in 
bedding/backfill 

Corrugated 
Metal 

Shape Flattening (ovaling), Peaking, Racking 

Material Rust & scale, Corrosion, Perforations, Cracking, Wall 
buckling 

Seams/Joints Offsets, Cracking, Opening, Backfill/water infiltration 

Others Sag in the middle, Water ponding; Voids in bedding/backfill 

Thermoplastic Shape Flattening (ovaling), Peaking, Racking 

Material Cracking, Dimpling, Wall buckling 

Joints Offsets, Cracking, Opening, Backfill/water infiltration 

Others Sag in the middle, Water ponding; Voids in bedding/backfill 

 
 

ODOT CMS Item 611.12 (ODOT, 2016) addresses post-installation inspection of highway 
culverts. The key elements of this specification are summarized below: 
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¶ Performance inspection must be conducted for all drainage culverts that are longer 
than 20 ft and having slopes less than 25%. 

 

¶ The initial post-installation inspection must be done between 30 and 90 days after 
the completion of the finished grade. 

 

¶ The culverts with a rise of 12 to 36 inches must be inspected using remote 
inspection techniques. The culverts having a rise of 36 to 48 inches must be 
inspected either by the man-entry method or by remote inspection techniques. 
Culverts larger than 48ò should be inspected by the man-entry method. 

 

¶ Remote inspection should be carried out by a crawler equipped with a camera 
which can record the video. The culvert must be prepared for the crawler inspection 
by lowering the water level and removing large debris. A video recording must be 
produced for the entire length of any culvert inspected remotely. 

 

¶ The crawler inspecting rigid conduits must be capable of measuring the crack and 
joint opening sizes with its camera. The crawler inspecting flexible conduits must 
be capable of measuring crack and joint sizes with its camera and inside diameters 
with its laser profiler. 

 

¶ Performance inspection should provide a report which presents vital information 
such as the project number, roadway route number, inspection time/date, culvert 
type/size, a list of all measurements taken and defects. Data collected by a crawler 
equipped with a laser profiler should be converted to a 3-D graphical model of the 
entire culvert. 

 
ODOT Supplemental Specification Item 902 (conduit inspection equipment) covers 
requirements for the crawler equipped with a camera and the crawler equipped with a 
laser profiler. 

 

¶ The crawler inspecting RC culverts must be able to measure cracks as narrow as 
0.2 mm. 

 

¶ The crawler inspecting flexible culverts (CM, thermoplastic) must be able to 
measure the inside diameter changes down to 0.5% precision for culverts that are 
12ò to 48ò in span. 

 

¶ The video camera integrated into the remote inspection system must be effective 
inside culverts that are 12ò to 120ò in span. The camera must have a zoom ratio of 
at least 40:1. It must also provide a pan-and-tilt to a 90° angle, with a 360 ° rotation. 
All video files must be saved at a resolution of 720 x 480 for post-processing. 
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Task 2- Part 1 (Initial Meeting) 
 

The main research team members (T. Masada ï Ohio University, P. Riley of ARA) 
attended the project start-up meeting at the ODOT Ashtabula County garage on Aug. 16, 
2017. 

 
Below are some key information that the team gathered during the initial meeting: 

 

¶ ODOT built a total of twelve RC pipe inspection vehicles (each equipped with a 
Go-Pro camera). They distributed these to all the districts. According to ODOT 
employees, this vehicle is useful for conducting visual inspection of culverts that 
are in the 24ò to 36ò diameter range and are dry and almost free of sediment/debris. 
The vehicle has a tendency to lose traction when it is on top of wet silty sediments. 
The wheels on the vehicle are not large enough to propel the vehicle inside metal 
culverts consisting of 6ò x 2ò corrugation plates. The Wi-Fi signal does not bounce 
off the walls well inside thermoplastic pipes. The car can go only 50 ft max. In 
concrete and metal pipes, this is not an issue and the vehicle can go much further. 

 

¶ Ashtabula County has many culverts. Most are corrugated metal pipes, but there 
are some concrete and a few very old sandstone box culverts as well. Most culverts 
in Ashtabula County are 36ò or smaller in diameter. This statement applies both to 
the culverts along SR-531 (Lakeshore Drive) and to those that are often under 
water. The partially submerged culverts may have up to 12ò of water typically and 
0ò-8ò of silty sediment on the bottom. There may be some exceptions. Among all 
the culverts in the county, less than 15% may be always under water. For those 
that are under water, flow velocity is very slow and does not pose challenges. 

 

¶ The Ashtabula County garage has one worker (John Arcaro) who is dedicated to 
culvert inspection. There are a lot of culverts in the area that he cannot inspect 
because of a number of issues. First of all, he is often the only person in the field. 
Per OSHA requirement, two workers are needed for culvert inspection work. This 
is particularly crucial, when he is trying to inspect culverts that are less than 5 to 6 
ft in diameter. Some culverts are under more than 20 feet of soil cover, with the 
road embankment slopes being very steep and unstable. It is dangerous for the 
inspector to try to walk down to the culvert end alone. 

 

¶ The culvert inspector provided the team a list of his top 11 culverts to inspect in 
the future with remote inspection systems) and explained us why he is unable to 
inspect some culverts. This list is included in Appendix B. 

 

¶ There are a total of 22 metal culverts under SR-531 (Lake Rd.) that runs 32 miles 
along the lake shoreline. Many of these culverts range in size between 12ò and 
36ò. The inlet is typically tied to a small concrete catch basin located below the 
road edge and is difficult to access and view (there is a 5ò wide rectangular opening 
at the top of the catch basin). The outlet end is also very difficult to access because 
it is on a steep lakeshore soil slope that is eroding and very unstable. 



12  

They suspect that many culverts along the lake shore has headwall issues at the 
outlet ends. They really need to take a look at each culvertôs end so that they can 
develop repair plans. 

 

¶ There are also some instances where the culvert outlet belongs to a private 
property (no easement for ODOT), and the land owner does not want ODOT 
culvert inspectors trespassing their property. 

 

¶ It is costing them a lot of man hours and money to inspect some of their culverts. 
For example, the inspector may spend all day and come back with no culverts 
inspected. He may go back to some of the sites to figure out exactly what 
assistance may be needed. In some cases, they request a camera crew and 
vacuum-jet equipment (for culvert cleaning) to travel all the way from Akron. 
[Note] The garage has now two vacuum-jet equipment and a few remote inspection 
systems. 

 

Next, the team members were taken to four culvert sites located near the garage to 
observe exactly what challenges/difficulties the garage personnel are facing. Below 
presents a summary information on each of the site: 

 

¶ Site 1 (96ò dia. CMP under SR-11, along lake shore) 
The access to the inlet end of this large CMP was difficult, as the roadway 
embankment slope was long (at least 40ô) and steep due to years of gully soil 
erosion. A few large fallen trees were seen blocking the entrance to the culvert. 
John also cited the OSHA confined space regulation as the reason for his inability 
to inspect the culvert. The culvert is about 300ô in length and dark inside. 

 

¶ Site 2 (36ò dia. HDPE Pipe under SR-531, near lake shore) 
This pipe was located under SR-531 (Lake Rd.) close to the lake shore. We did 
not approach its inlet end. It is supposedly tied to a catch basin located below a 
roadway slope, covered by dense vegetation. The outlet end was on the opposite 
side of the road, at least 30ô below on a steep soil slope. It is not safe for any 
inspector to walk down to inspect this pipe from its outlet end. 

 

¶ Site 3 (12ò dia. CMP under SR-531, along lake shore) 
This small diameter CMP runs from a small concrete catch basin located below 
the road edge and is very difficult to access and view. There is a 5ò-6ò narrow 
rectangular opening at the top of the catch basin. The outlet end is very difficult to 
get to because it is on a steep lakeshore soil slope that is eroding and very 
unstable. 

 

¶ Site 4 (24ò dia. CMP running from city street to the lake) 
This small diameter CMP starts from a gated catch basin located by a busy city 
street. It is difficult to access this pipe from its inlet. The pipe runs a few hundred 
feet and outlets on a very steep and dangerous soil slope that sits between a 
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private land property and the lake. Years of soil erosion, numerous fallen trees, 
and rising lake water level (due to global warming) are making its outlet end 
impossible to access. We observed the concrete headwall sitting in the sand by 
the waterôs edge. So, the garage personnel know that this culvert needs some 
major repair. 

 
After the site visits, the team members talked more with the garage personnel about the 
issues they are facing and the needs they have. 

 

¶ The garage currently has two remote inspection systems. One is a push camera 
system that can go only 25ô into a culvert (due to some issues). Another one is a 
HIVE or a 35-lb RC vehicle equipped with a camera (mentioned earlier). It is heavy 
and does not propel at all whenever there is a pool of water or a wet sediment. 

 

¶ The garage workforce would like to have a pipe crawler that can measure the pipe 
wall thickness even when the pipe is partially or nearly completely filled with water 
and/or sediment. 

 

¶ The culvert inspector expressed his needs to have services from a drone that can 
fly over the lakeshore slope area and give him nice video of the culvert outlet end 
conditions. The drone should be able to automatically fly back to the pilot whenever 
it goes out of RC signal or its battery power level gets low. The drone should be 
able to avoid trees and other objects while flying through with its collision- 
avoidance capability activated. The drone also should be able to float on water in 
the case it goes down into the lake. Finally, the drone should be able to go into the 
culvert end and record a 360-degree view video if possible 

 
 

Task 2 - Part 2 (Extensive Literature Search/Review) 
 

Immediately after the initial meeting, the team members digested all the information 
collected and came to the following realizations which guided them through the study: 

 

¶ The solutions for the challenges facing the ODOT Ashtabula County personnel in 
inspecting their culverts cannot be a single robotic system. 

 

¶ Possible solutions should be searched among the commercially available systems. 
This is because these systems were designed by a group of knowledgeable 
engineers and already went through extensive testing and fine-tunings. The 
commercial products are usually more affordable than custom-designed products. 
Also, each commercial system comes with a set of well-defined capabilities and 
limitations. 

 

¶ Custom design/construction and/or modifications to a commercial system should 
be considered only if none of the commercially available systems can meet some 
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of the essential criteria that were requested by the Ashtabula County garage 
personnel. 

 

¶ The ODOT Ashtabula County garage definitely needs drone flyovers along the lake 
shore. The questions are the type of drone that is best suited for their needs and 
the logistics of doing the flyovers. 

 

¶ The ODOT Ashtabula County garage also needs a flexible crawler kit that can be 
used to assemble a small size crawler that can go inside 8ò diameter pipes (through 
a 4ò-5ò opening) as well as a larger size crawler that can advance through larger 
diameter (up to 120ò in diameter) pipes. 

 

¶ The crawler should come with a camera and a reliable locomotion system so that 
it can move forward/backward easily when partially submerged in water and when 
it is on top of a wet sediment layer. 

 

¶ The crawler may come with an option of supporting an additional sensor such as 
a laser profiler and/or a guided wave device. 

 

¶ Thermal camera may not be useful in culvert inspection work. This is because the 
amount of sun light is limited and there may be a good thermal equilibrium among 
all the elements (culvert material, reinforcement if any, water, sediment) found. 

 

¶ The ODOT Ashtabula County garage may not benefit much from having a rafter or 
a submarine inspection system. This is because in this area the water depth is 
typically less than 12ò and flow velocity is very slow. 

 

In the second part of Task 2, the team conducted an extensive literature search to locate 
magazine articles, online videos, presentation files, conference papers, journal papers, 
reports issued by other state DOTs and federal agencies as well as municipalities, books, 
and theses/dissertations that looked into the use of indirect culvert inspection techniques. 
The research team also combed through trade magazines and a variety of websites 
(government, universities, vendors, etc.) to identify currently available and emerging 
technologies that appear to be relevant to the project. 

 
The team members came across several journal articles that evaluated the effectiveness 
of various remote inspection devices/sensors such as CCTV camera, laser ring profiler, 
sonar, and acoustic methods. These publications were concerned with water mains and 
sewer pipelines, not with highway culverts. The team also located more than a few 
technical reports issued by state DOTs that evaluated the usefulness of using aerial 
drones for inspecting bridges and other transportation infrastructure. These publications 
are all summarized in Appendix A. 

 
The online searches brought to the team information on a variety of remote inspection 
systems that have potentials to be useful when inspection culverts. These systems can 
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be grouped into several classifications based on their fundamental designs and 
functionalities, as shown in Table 11 below. 

 

Table 11: Classifications of Remote Sensing Inspection Systems for Culverts 

System 

Classification 
Type Variations 

Crawlers Bottom Crawler Wheel-powered vs. Track-powered 

Flexible kit vs, Rigid (single) 

Military-grade vs. Industry-quality 

Waterproof, Splash proof, Nonwaterproof 

Tethered vs. Untethered (RC) 

Camera only vs. Multi-sensor 

Elevated Crawler Wheel-powered vs. Track-powered 

Waterproof vs. Nonwaterproof 

Camera only vs. Multi-sensor 

Crawler-Drone 
Hybrids 

NA Wheel-powered w/ rotors; Rotor-powered 
wheels; Track-powered w/ rotors 

Drones Standard Quad-rotor, Hexa-rotor, é 

Collision avoidance Caged (passive) vs. Uncaged (active; equipped 
w/ collision avoidance sensors) 

Water resistance Splash resistance, Water floatation, Water- 
submersible 

Sensors Camera only vs. Multi-sensor 

Connectivity Tethered vs. Nontethered 

Rafters/Boats NA Camera only vs. Multi-sensor 

Submersibles NA Underwater drone vs. True submarine 

Camera only vs. Multi-sensor 

Others Multi-leg Walking Robot Camera only vs. Multi-sensor 

3-D laser scanning Advanced land surveying 

 
Crawlers 
There are two fundamentally different crawler types ï the traditional crawler design that 
basically traverses over the invert (bottom crawler) and a newer type that operates at an 
elevated position above the culvert bottom (elevated crawler). Most of the commercially 
available crawler systems are bottom crawlers whose designs involve motors powering 
their locomotion system and a chassis that supports lights, a camera, and a lift arm. Some 
of the bottom crawlers contain a DC battery and are operated wirelessly (controlled 
through a radio-control unit). Others are tethered to receive power and transmit images 
captured by the camera to external devices for real-time viewing and recording. 

 
Most of the bottom crawlers are designed to inspect relatively small diameter water and 
wastewater pipelines (that are free of sediment and large debris), so they are usually 
compact and come with wheeled propulsion. However, there are some crawler packages 
that include modular components so that the crawler can be reconfigured with larger 
wheels, larger chassis, and camera lifting arms to become capable of inspecting larger 
size drainage structures. Some of these crawlers can function submerged under water, 
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and others cannot. Some of these crawlers comes with an option of having a sensing unit, 
such as a laser ring profiler, as an add-on. 

 
Apart from these industry-grade pipe crawlers intended for water/sewer lines, there are 
crawlers that are designed for military and law-enforcement uses. These systems appear 
to be more rugged and come almost always with caterpillar-tracked locomotion (opposed 
to wheel-based locomotion) system and can be tagged as ómilitary-grade all-terrain 
vehicles.ô These systems are high priced, and they are often not truly water-resistant (only 
splash-resistant; not submersible). Availability of these systems may be limited to military 
and law enforcement offices. 

 
Another variation of the traditional crawler design is the crawler that comes with legs 
extending out and supporting locomotive wheels or tracks. These crawlers are intended 
to operate at an elevated position above the invert to stay clear of water, sediment, and 
small debris. 

 
Lastly, a few companies have put together large crawlers that support multi-sensor 
platforms, which can include technologies such as LiDAR, sonar, and GPR. These types 
are heavy and expensive. The best way to utilize them may be through a contractor. 

 
Appendix C has brief information on and pictures of some of these crawler types. At the 
end of the appendix are tables that compare various crawler systems. This appendix also 
provides brief information on laser profiler and underwater laser scanner, as well as a 
mobile van (for supporting CCTV camera inspection). 

 

UAVs or Aerial Drones 
There has been an explosion of new developments over the past ten years in the so- 
called óUnmanned Aerial Vehicles (UAVs)ô or ódrones.ô Most UAVs are small and powered 
by four or more propellers (rotors) to generate air lift to fly and maneuver in the air. Many 
come with a light-weight on-board camera supported on stabilized arms (gimbal) and thus 
function as agile visual surveillance systems. Due to many developments, some 
variations exist in terms of collision-avoidance, water-resistance, and multi-sensor 
capabilities. 

 
Appendix D has brief information on and pictures of some of the notable UAVs. At the 
end of this appendix are tables that compare various drone systems. Appendix I describes 
initial tests that the team conducted in flying a UAV through a pipeline structure. Appendix 
J presents some discussions on the UAV risk assessment and measures that can be 
taken to minimize its chance of crashing. 

 
Crawler-Drone Hybrids 
Currently, there are only a few commercially available crawler-drone hybrid systems on 
the market. The designs vary depending on how the rotors and wheels are treated. There 
is a type that looks like an RC car with rotors mounted on the body (wheels and rotors 
function separately). Another design has the rotors integrated into the wheel assembly so 
that rotors generate propulsion for the wheels. The third design has rotors powering its 
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tracked locomotion system. Regardless of the type, these hybrids are all currently very 
limited as they share toy-like qualities and suffer from short operation times. Appendix E 
has brief information on and pictures of these hybrid systems. 

 

Rafters/Boats 
Some companies marketing their robotic crawler systems also developed floating remote 
inspection systems. These basically look like a raft or a boat with a camera and lights 
mounted on the top. In some advanced design, a laser scanner and a sonar sensor are 
attached on the upper and lower sides of the boat to provide additional measurement 
capabilities both above and below water surface. At least one of the available boat 
systems have side extension arms to keep it positioned close to the center of the structure 
it is placed in. These floating systems rarely come with their own propulsion units, as they 
are supposed to be carried downstream by the current of the water flowing through the 
pipeline. Appendix F has brief information on and pictures of a few of these floating 
inspection systems. 

 

Submersibles 
In addition to the floating systems described above, there are some remote inspections 
that are designed to operate under water. These systems range from underwater rovers 
(or underwater drones), to submarines and UAVs that can dive into water. Some of these 
systems were developed to explore lake and ocean bottoms and ship wrecks and 
probably do not function well in sediment-laden murky water. At least one of the 
underwater rovers is shaped like a real fish to reflect the latest biotic design approach. 
The submarine type can be the most advanced and support multiple sensors. Appendix 
G has brief information on and pictures of some of these submersible inspection systems. 

 

Other Systems 
There are systems that do not belong to any of the classifications mentioned above. 
These are relatively new developments and include multi-legged, spider-like all-terrain 
robotic system and an advanced 3-D laser scan surveying system. Appendix H has brief 
information on and pictures of these unique systems. 

 

Emerging Technologies 
Finally, while conducting extensive online data searches the team learned of areas where 
the current commercial systems are still lacking. With this realization, the team members 
identified new technologies that should be integrated into the remote culvert inspection 
systems in the near future. Appendix K has brief information on these emerging 
technologies. 

 
After gathering the information on a vast array of remote inspection systems currently 
available, the team drew comparisons within each system classification. The results of this 
effort were in the numerical ranking achieved across different systems available and 
recommended solutions for the challenges facing the ODOT Ashtabula County garage 
workforce. Here, main focus was placed on the crawler and UAV systems, as these 
systems types are believed to be most promising for resolving the challenges existing in 
the Ashtabula area. The comparisons/numerical raking tables for crawlers and drones are 
embedded in Appendices C and D, respectively. In addition, the team 
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developed a series of decision-making charts that can be used as general guides when 
any DOT personnel are planning to conduct remote inspection of culverts. Finally, the 
team also attempted to address some cost issues (presented in Appendix L). 

Task 2-Part 3 (Detailed Analysis of Information Collected) 
 

In the third part of Task 2, the research team identified promising remote inspection 
systems in terms of conduit sizes ï small (rise 12ò to 36ò), medium (rise 36ò to 48ò), and 
large (rise 48ò to 120ò). Once this was done, the team developed screening criteria and 
applied them to narrow down a number of currently available commercial and/or custom- 
designed remote inspection systems to those that should be tested at culvert sites in 
Phase 2. 

 
Depending on the features and capabilities of the currently available systems, the 
research team looked into integrating additional sensors/techniques such as acoustic 
methods and LiDAR, which can transmit signals toward the conduit wall. The end 
products of Task 2 was a matrix of the currently available systems (classified in terms of 
conduit size, technology types, and other characteristics) and another matrix that shows 
changes that are needed to the currently available systems (including added features and 
new technology incorporation). 

 

Table 12: Various Field Culvert Conditions 
Culvert 
Size (in) 

Culvert Interior Conditions 
Notes 

Water Level Sediment Level 

 
 
 

Small & 
Medium 
(12 to 48) 

none or very 
shallow 

none or very shallow These conditions are commonly 
encountered during post 
installation inspection up to springline none or very shallow 

up to shoulder or 
higher 

none or very shallow This condition may exist where 
structure has a major sag in the 
middle or drains into a river or a 
lake. 

none or very 
shallow 

up to springline These conditions develop usually 
after years in service 

none or very 
shallow 

up to shoulder or 
higher 

 
 
 
Large 
(48 to 120) 

up to springline none or very shallow This condition are commonly 
encountered during post 
installation inspection 

up to shoulder or 
higher 

none or very shallow This condition may exist where 
structure has a major sag in the 
middle or drains into a river or a 
lake. 

none or very 
shallow 

up to springline These conditions develop usually 
after years in service 

none or very 
shallow 

up to shoulder or 
higher 
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Research Conclusions 

 
Solutions to Challenges Facing ODOT Ashtabula County Garage Workforce 

 
 

The culverts along SR 531 (Lake Dr.) require: 

¶ A Drone to fly out to their outlet ends and let the inspector view/record the general conditions. 
The drone must be easy to fly, come with a stable 4k camera, and provide FPV. The drone 
should have a collision avoidance capability, have a flight endurance of at least 15 minutes, 
fly back home automatically when going out of signal range, and either beep/vibrate or fly back 
home automatically when its battery power gets low. It is preferred that the system is 
waterproof and can float on water when it goes down. Another note is that the drone flyovers 
must be done according to the FAAôs small unmanned aircraft regulation (14 CFR, part 107). 
The pilot must keep the drone in his/her visual line of sight all the time. 

¶ A Crawler that is small enough to enter through the catch basin opening, is tethered, and 
comes with a powerful locomotion system, LED lights, a high-resolution camera that can 
pan-tilt-zoom, and a relatively long battery life (longer than 30 minutes). 

 

Larger culverts (rise > 48ò) that are hard to access due to steep/unstable embankment 
slopes and that are not usually filled with water/sediment require: 

¶ A Drone to fly out to their outlet or inlet end and allow the inspector view/record the general 
conditions. If the culvert is large enough and accessible, the drone may enter the culvert to 
perform visual inspection. The drone should be easy to fly, come with a stable 4k camera, 
and provide FPV. It can be a caged collision-tolerant type or an uncaged type with an 
advanced collision avoidance capability. The drone must also have a flight endurance of at 
least 20 minutes, comes with LED lights, fly back home automatically when going out of 
range, and either beep/vibrate or fly back home automatically when its battery power gets 
low. Another note here is that the drone flights must be done according to the FAAôs small 
unmanned aircraft regulation (14 CFR, part 107). The pilot must keep the drone in his/her 
visual line of sight all the time. Once the drone is inside the culvert, the FAA rules do not 
apply. 

 

Relatively large size culverts that are easy to access but are usually filled with water require: 

¶ A Crawler that can be configured to inspect pipes up to 120ò in diameter, is tethered, is 
waterproof, comes with LED lights, a solid camera that can pan-tilt-zoom, a powerful 
locomotion system, a relatively long battery life (at least 45 minutes), and is equipped with 
a deformation measurement system.* 

 

*[Note] Deformation measurement system can be either a laser/sonar combo or an 
underwater laser scanner. 
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Relatively large size culverts that are easy to access but are usually filled with water and 
sediment require: 

¶ A Crawler that can be configured to inspect pipes up to 120ò in diameter, is tethered, is 
waterproof, comes with LED lights, a powerful camera, a powerful locomotion system, 
equipped with a deformation measurement system,* a relatively long battery life (at least 45 
minutes), and is equipped with additional sensing capabilities.** 

 

*[Note 1] Deformation measurement system can be either a laser/sonar combo or an 
underwater laser scanner. 

 
**[Note 2] Additional sensing capabilities are yet to be identified.
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Sample Calculations for Flight Time Needed Assume 
that culvert end is located 400 ft away 
Fly to culvertôs end @ slow speed of 5 mph (= 440 ft/min) Ÿ 1 minute each way  
Assume that there are only a few physical obstacles between the launch area and culvert 
end and it is easy to get around them 
Assume that the drone hovers up to 3 minutes at the culvert end to take a peek. 
Then, 5-6 minutes of time may be enough for each flyover. 

 

 

Assume that culvert end is located 400 ft away Ÿ 1 minute each way 
Assume that there are only a few physical obstacles between the launch area and culvert 
end and it is easy to get around them 
Assume that culvert is 200 ft in length 
Fly inside culvert @ very slow speed of 0.5 ft/sec (= 30 ft/min) Ÿ 7 minutes each way 

 

A drone with flight endurance of 10-15 minutes may be sufficient for flying over to the 
outlet end and returning (no entry into the culvert structure). 

A drone with flight endurance of at least 20 minutes may be needed to have it fly to the 
culvert end, navigate through the structure, go back to the entry point, and fly back 
home to the launch location. 
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Yes 

No Is culvertôs end 

accessible by humans? 

No 
Is water/sediment more 

than 12ò deep or slope 

more than 20%? 

Somehow, access the 

culvertôs end. Perform a 

man-entry inspection if 

the end is not obstructed. 

 

 
 
 
 
 
 
 
 
 

 

Figure 1: Decision Chart for Large Culvert Inspection 

No 

Yes 

Is culvertôs end area 

approachable by humans? 

No 

Yes 

Request the Regional UAS 

Team to fly a Drone to 

view/record the interior 

conditions if the culvertôs 

end opening is large enough 

and the structure is not 

filled with water or 

sediment. 

Request to the Regional 

UAS Team to fly a Drone w/ 

a good camera & collision 

avoidance feature to 

view/record the general 

conditions existing at the 

end. 

Enter Fig. 2 below 

Is culvertôs rise larger than 48ò? 

Yes 

Use a Crawler to inspect the 

structure. Or, request a Drone 

inspection by the Regional 

UAS Team. 

Note 1: Refer to Fig. 3 for selecting a 

suitable drone. FAA regulation for small 

unmanned aircrafts (14 CFR, part 107) 

must be met. Refer to Table 13. 

 
Note 2: Refer to Fig. 5 for selecting a 

suitable crawler. 
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No 

Yes 

No 

Yes 

No 

Yes 

Note 1: Refer to Fig. 3 for selecting a 

suitable drone. FAA regulation for small 

unmanned aircrafts (14 CFR, part 107) 

must be met. Refer to Table 13. 

 

Note 2: Refer to Fig. 5 for selecting a 

suitable crawler. 

Is culvertôs end accessible by 

remote inspection systems? 

Remove debris. Clean 

the structure and perform 

a remote inspection using 

a Crawler. 

Is culvertôs end area 

approachable by humans? 

Request the Regional UAS 

Team to fly a Drone w/ a good 

camera & collision avoidance 

feature to view/record the 

general conditions existing at 

the end. 

Enter Fig. 1 above. 

Is culvertôs rise 48ò or smaller? 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 

Figure 2: Decision Chart for Small Culvert Inspection 

Perform a remote inspection 

using a Crawler 
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Yes 

No 

Yes 

Yes 

No 

Set up a launch area closer. 

Note 1: Select a drone that is easy to fly 

and comes with a 4k camera w/ zoom 

for high quality imaging. 

 
Note 2: Select a drone that flies home 

automatically when its battery level gets 

low or when it goes out of its signal 

range. 

 
Note 3: Select a collision-resistant drone 

where there are a few obstacles between 

pilot and culvertôs end. 

 
Note 4: Specify a waterproof drone if 

potentials exist for crashing it into water 

exist. 

Are there many obstacles 

between pilot and culvertôs end? 

Remove most of obstacles, 

find a better launch area, or 

reconsider drone usage. 

Is culvertôs end located 400 ft 

or less away? 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 
 
 

 

Figure 3: Decision Chart for Selecting a Drone for Viewing/Recording Culvert End 
Conditions 

No 
Enter Fig. 1 above. Is culvertôs rise 48ò or smaller? 

Carefully plan and execute drone 

flight 

FAA rule for small unmanned 

aircrafts (14 CFR, part 107) must 

be met for all drone flights. 

Refer to Table 13. 
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No 
Is culvertôs rise 48ò or larger? 

Yes 

Is culvertôs end more than 400ô away? 
Yes 

No 

No 

Yes 

Find a new launch area 

closer to the culvert. 

Fly the drone through the culvert. 

 
Option A: Use a drone that has a 

protective cage around it to be 

collision tolerant. 

 
Option B: Use a drone that has an 

advanced obstacle detection/collision 

avoidance sensing system 

Note 1: Select a drone that is easy to fly 

and comes with a 4k camera w/ zoom 

for high quality imaging. 

 
Note 2: Select a drone that flies home 

automatically when its battery level gets 

low or when it goes out of its signal 

range. 

 
Note 3: Select a collision-resistant drone 

where there are a few obstacles between 

pilot and culvertôs end 

 
Note 4: Specify a waterproof drone if 

potentials exist for crashing it into water 

exist. 

Do culvert conditions allow drone entry? 

No fly-through is possible. 

No obstacle 

detection/collision 

avoidance sensor systems 

may be required if the path 

between the launch area 

and the culvert end area is 

clear. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

Figure 4: Decision Chart for Selecting a Drone for Flying Through Culvert for Visual 
Inspection 

Enter Fig. 3 above. 

FAA rule for small 

unmanned aircrafts (14 CFR, 

part 107) must be met for all 

drone flights. Refer to Table 

13. 
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Figure 5: Decision Chart for Crawler/Rafter Inspection System 

Yes 

Is it necessary to record 

culvertôs cross-sectional shape? 

Is culvertôs end opening large 

enough for inserting Crawler? 

Use a standard 

camera Crawler. No 

additional sensors 

are needed. 

No Need to resolve the 

access issue. 

No 

Yes 

Does culvert have some water/ 

sediment accumulated inside? 

No 

Use a Crawler 

equipped w/ a 

camera & a laser 

profiling system. 

Yes 

Yes 

No 

Use a Crawler equipped with a camera & a 

laser/sonar combo system. The Crawler must 

have additional sensing capabilities if wall 

thickness needs to be measured. 

Note: Use a Crawler that is 

tethered, is waterproof, has 

a high-quality camera, has 

LED lights, and comes with 

tracked propelling system. 

Is culvert filled with water but 

little sediment? 

Use a Crawler or a 

Rafter equipped with 

a camera & a sonar. 
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Table 13: Key Requirements of FAA Small Unmanned Aircraft Rule (14 CFR, Part 
107) 

 
Key Requirements Check 

Unmanned aircraft can be flown only by a person who holds a remote pilot 
certificate with a small UAS rating. 

 

Unmanned aircraft, including its payload, must weigh less than 55 lbs.  

Unmanned aircraft must be kept within the pilotôs visual line-of-sight (VLOS) 
at all times. 

 

Unmanned aircraft must be flown only during day light hours (sunrise to 
sundown). 

 

Unmanned aircraft cannot be flown within any airspace.  

Unmanned aircraft must be flown only with weather visibility of 3 miles or 
more. 

 

Unmanned aircraft must not be flown over persons who are not directly 
participating in the operation. 

 

Maximum flight speed of the unmanned aircraft must be less than 100 mph.  

Maximum altitude of the unmanned aircraft must be no more than 400 ft 
above the ground level. 
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Recommendations for Implementation of Research Findings 

This section summarizes the teamôs recommended solutions for the problems facing the 
ODOT Ashtabula County garage in managing/inspecting their culverts. During the project, 
many remote inspection systems were examined. Although other potential systems (ex. 
all-terrain hex pod robot HEXA by Vincross, several different all-terrain waterproof rovers, 
floating systems equipped with laser & sonar) surfaced, the team members feel that 
crawlers and UAVs are the best remote inspection tools for highway culverts. 

 

 

 
 

SOLO (Redzone Robotics) DT 340 (Deep Trekker) 

  

Responder (Redzone Robitocs) Dragon Runner 20 (QinetiQ) 

Crawler --- The pipe crawler systems, SOLO by Redzone Robotics and DT 340 by 
Deep Trekker, are each identified as a potentially useful remote inspection tool for 
culvert inspection work. This is because these systems are both caterpillar-tracked to 
be able to move through joints, small debris, and muddy sediment. SOLO is small 
enough to inspect pipes that are 8ò to 14ò in diameter. DT 340 with its track kit is useful 
for inspecting pipes that range from 14ò to 36ò in size. For larger size culverts, other 
crawlers (ex. Dragon Runner 20 by QinetiQ; Steerable Storm Crawler by Cobra 
Technologies; MudMaster by CUES; and Responder from Redzone Robotics) may be 
considered. The elevated crawler systems, such as the vertical crawler VT 150 by 
Inuktun and RMIS robotic crawler by Ryonic Robotics, may prove to be useful if any of 
the tracked crawler unit is not actually capable of advancing through wet sediment 
accumulated over the culvert bottom. 
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Versatrax 450 (Inuktun) VT 150 Vertical Crawler (Inuktun) 
 

Steerable Storm Crawler MudMaster (CUES) 
(Cobra Technologies) 

 
 

[Note 1] The Ashtabula County garage workforce has inspection systems available either 
inhouse or from their district to handle small to mid-size (6ò-48ò) diameter culverts. What 
they are lacking are systems that can inspect larger size (48ò-120ò) culverts. 

 
[Note 2] The need for SOLO and DT 340 may depend on how well CUEôs wheel-powered 
pipe crawler (Steerable Pipe Ranger) works out at many culvert sites. 

 

[Note 3] Dragon Runner 20 by QinetiQ is a light-weight all-terrain vehicle. It is not totally 
waterproof but can handle water splashes and puddles. 

 

[Note 4] The multi-sensor platform crawler Responder (Redzone Robotics) is not 
recommended as highly as other systems, since it is very heavy and has to be contracted 
out for its deployment and complicated post-inspection data analysis. 
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[Note 5] The crawler kit Rovver X by EnviroSight may not be highly recommended as part 
of the solutions, since this modular system is wheel-based and has potentials to get stuck 
at pipe joints, between small stones, and on top of muddy sediment layers. 

 
[Note 6] When some measurements are needed inside culverts, a laser ring profiler or a 
rotating laser profile-meter should be added to the crawler. These devices work only 
above the water surface. 

 
[Note 7] The underwater laser scanner by 2G Robotics appears to be a great sensor tool 
to add to the crawler when inspecting culverts that are partially or almost entirely 
submerged under water. It appears that the sensor can function under some levels of 
turbidity. 

 

Rovver X Crawler Kit (by EnviroSight) 
 

Robotic Crawler (by Ryonic Robotics) Underwater laser scanner (by 2G Robotics) 

The table below provides a matrix for crawlers. 
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Table 14: Matrix for Crawlers 

Culvert 
Size 

Culvert 
Conditions 

Remote Inspection System(s) Recommended for: 

Visual Inspection 
(Camera) Only 

More Detailed Inspection with 
Measurements 

4ò to 8ò Dry Push Camera (w/ a 
special attachment; see 
below) 

None 

8ò to 
15ò 

Varied Option: SOLO None 

16ò to 
36ò 

Varied Option 1: DT 340 
Option 2: VT 150 
Option 3: RMIS robotic 
crawler (up to 70ò pipe 
size) 

Option 1: A laser ring profiler 
attached to DT 340, VT 150, or RMIS 
Crawler 
Option 2: The underwater laser 

scanner attached to DT 340, VT 150, 
or RMIS crawler 

36ò to 
120ò 

Varied Option 1: Mud-master 
Option 2: Steerable 
Storm Crawler 
Option 3: Versatrax 450 
Option 4: Dragon Runner 
20 
Option 5: RMIS robotic 
crawler 
Option 6: Responder 

Option  1:  A laser ring profiler 
attached to Mudmaster, Steerable 
Storm Crawler,   Versatrax  450, 
Dragon Runner 20, or RMIS crawler 
Option  2: The  underwater  laser 
scanner   attached  to  any of   the 
systems mentioned above. 
Option 3: Responder with its LiDAR 
and sonar 

[Note] SOLO by Redzone Robotics (page 66); DT 340 by Deep Trekker (pages 54-57); 
Versatrax VT 150 (vertical crawler; page 72) by Inuktun; RMIS robotic crawler by Ryonic 
Robotics (page 73), Laser ring profiler by EnviroSight (pages 52-53); Underwater laser 
scanner by 2G Robotics (pages 78-80); Mudmaster by CUES (pages 69-70), Steerable 
Storm Crawler by Cobra Technologies (pages 57-58), Versatrax 450 by Inuktun (pages 
71-72); Dragon Runner 20 by QinetiQ (page 64); and Responder by Redzone Robotics 
(pages 66-67). 

 

 

Camera Skid ($395) Universal Roller Skid ($385) 
RJM Equipment Sales, Inc. RJM Equipment Sales, Inc. 

 
Possible Attachments for Push Camera 
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[Note 8] Floating systems such as MSI MD Profiler (page 111) and CUES Floating 
Platform (page 110-111) will not be useful in the Ashtabula County area, since usually 
the water level is low and flow velocity is very slow. These systems with sonar usually 
require at least 3 feet of standing clear water. 

 

 

Regulatory Issues: None. 
 

Technological Challenge: Development of noncontact acoustic (guided wave) technology 
by ARA & Ohio Univ. to penetrate through the sediment. 

 

Business Aspect: Bring in commercial partners to enable technology transfer. 
 
 

 

 
 
 
 

DJI Mavic Pro ELIOS by Flyability 

 
 

[Note 9] The Ashtabula County garage workforce can have drone flyovers arranged with 
their districtôs UAS flight team, which will have systems such as DJI Inspire and Flyability 
ELIOS. What they are lacking is a UAS system that is waterproof and can float on water. 

 

[Note 10] The collision-tolerant drone, ELIOS (by Flyability), can provide a simpler solution 
to the challenges of flying around obstacles and through confined space such as 

Phase 2 Plans (for Crawlers): Effectiveness of the identified attachment to the existing 
push camera, crawlers, and crawler/sensor combo options will need to be evaluated in 
the field under various service conditions. Also, the possibility of employing the guided 
wave technology may be explored. 

UAVs ï The DJI Mavic Pro is identified as one of the best suited commercially available 
UAVs for doing flying-overs (to photo-document culvert end conditions) and also for 
quick peeking (into culverts). None of the commercial drones, including Mavic Pro, is 
capable of flying through the culverts because of RC control signal loss issue and 
collision avoidance. 
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interiors of culverts as long as they keep receiving their control signal. Signal range for 
ELIOS can be extended by coupling it with a range extender antenna available from the 
same company. This accessary will be valuable to ODOT, since the flight time is limited 
to only 7 to 10 minutes for ELIOS. 

 

[Note 11] The waterproof drones, such as Splash Drone 3 Pro (by Swellpro) and Quad 
H2O (by QuadH2O), are recoverable in the case they go down into a body of water. These 
drones are both waterproof and buoyant in water. 

 
[Note 12] The tethered drone, such as Pocket Flyer (by CyPhy Works), is attractive if no 
major physical obstacles exist between the pilot and culvert end area. The strong thin 
microfilament tether can provide the drone an unlimited flying time and fail-proof fast 
communications. 

 

Splash Drone 3 (by Swellpro) QUAD H2O 
 

             

Tethered Drone (by CyPhy Works) [Note 13] Currently, there are no professional-grade 

drone/crawler hybrid system, which can fly to the culvert end, crawl through the 

drainage structure (to collect data), and fly back to the pilot. 

 

[Note 14] Due to major technical/logistic problems, it is not feasible to have a drone to 
carry a crawler and insert it into the culvert. 

 
 

The table below provides a matrix for UAVs. 
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Table 15: Matrix for UAVs 

Culvert 
Size 

Culvert 
Conditions 

Remote Inspection System(s) Recommended for: 

Flyover (w/Camera) + 
Potential Look-and-Go at End 

Fly Through (w/Lights, 
Camera, Laser Scanning) 

8ò Varied Option 1: DJI Mavic Pro 
Option 2: Splash Drone 3 
Option 3: ELIOS 
Option 4: Pocket Flyer 

None. 

10ò 
and 
12ò 

Varied 

15ò to 
42ò 

Varied 

48ò to 
120ò 

Little 
sediment, 
water, 
debris 

A DIY modular mini- 
quadcopter assembled with 
lights, a camera & laser 
scanners, programmed to fly 
autonomously inside culverts 

[Note] Mavic Pro by DJI (page 83), Splash Drone 3 by Swellpro (pages 87-88), ELIOS by 
Flyability (pages 81-82), and Pocket Flyer or PARC drone by CyPhy Works (pages 92- 94). 

 

 

 

Regulatory Issues: Meeting the requirements of the FAAôs Small UAV rule 14 CFR part 
107 (especially visual line-of-sight requirement). A waiver may be needed for the part of 
the trajectory from the operator to the culvert opening where the drone becomes invisible 
for a duration of time through FPV or autonomy. A waiver may be also needed to fly a 
drone in some areas of Ohio (ex. Cuyahoga County) because they are in aviation air 
space. The fact that the use is only over a short distance (no further than 400 ft), typically 
not over people, and done responsibly in daylight by a government agency should help 
make the case to the FAA. It is anticipated that FAA rule will be further relaxed in the near 
future for UAS use for transportation infrastructure inspections. This is because some key 
state DOT studies are all indicating that UAS are very effective inspection tools. 

 
Technological Challenges: Endurance time, waterproofing, autonomous flight in culverts, 
and recovery (in case of a crash) 

 
Business Aspect: Bring in commercial partners to enable technology transfer. 

Phase 2: Effectiveness of the identified commercial drones will need to be evaluated in 
the field under various conditions. An advanced mini quadcopter drone with 
autonomous flight capability will need to be developed and tested. 
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Below is a summary of the cost analysis performed with some information provided by 
the ODOT Ashtabula County garage. 

 

Table 16: Summary of Basic Cost Analysis 
Inspection Type System Initial Investment Notes 

Small Culverts 
(6ò-15ò) 

Push Camera w/ an 
Attachment 

$400 (already in 
possession) 

May cost $0.22 per foot; Need to 
purchase a $400 special 
attachment for the camera 

Steerable Pipe 
Ranger (CUES) 

$0 (already 
available) 

May cost $0.22 per foot 

SOLO (Redzone 
Robotics) 

$90,000 May cost $0.22 per foot; Need to 
spend up to $100,000 to own the 
crawler system DT 340 (Deep 

Trekker) 
$22,000 

Med. Size 
Culverts (16ò-36 
or 48òò) 

Steerable Pipe 
Ranger (CUES) 

$0 (already 
available) 

May cost $0.40 per foot; Need to 
spend up to $100,000 to own the 
crawler system 

 

 
Note: RMIS crawler can handle up 
to 70ò size pipes. 

DT 340 (Deep 
Trekker) 

$22,000 

VT 150 (Inuktun) $90,000+ 

RMIS Crawler 
(Ryonic Robotics) 

$95,000 

Large Culverts 
(48ò-120ò) 

MudMaster (QUES) $200,000 May cost at least $0.5 per foot 

Steerable Storm 
Crawler (Cobra 
Technologies) 

$165,000 May cost at least $0.5 per foot; 
Need to spend up to $200,000 to 
own the crawler system 

Responder 
(Redzone Robotics) 

Contractor 
purchase) 

(no $6.50 to $10.00 per foot plus 
$8,500 mobilization 

Drone Flyover ELIOS (Flyability) $2,500 May cost 
inspection. 

$70 per culvert 

Splash Drone 3 
(Swellpro) 

$1,400 

Tethered Drone 
(CyPhy Works) 

$25,000 

Note: Refer to Appendix L for details. 

 
 

The garage used to spend about $3.30 per foot for camera inspection. The above results 
show that owning or having access to good crawler systems can lead to tremendous cost 
savings. 

 
There are always some risks for crashing whenever a drone is flown. The team came up 
with a series of tips that can be implemented to minimize the chance of drone crashing. 
In addition, the team has presented a few ideas about how to recover a downed drone in 
Appendix J. 
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Online Resources on Crawler Systems 

www.cobratech.com Steering Storm Crawler 

www.cuesinc.com Ultra Shorty III, Ultra Shorty 21, MudMaster 

www.deeptrekker.com DT 340 

www.drrobot.com RB-Sdr-77, RB-Sdr-96 

www.envirosight.com Rovver X 

www.inuktun.com Versatrax 150, 300, 450 & VT 150 

www.officer.com Pointman 

www.reconrobotics.com Dragon Runner 10 & 20, Scout IR 

www.redzone.com SOLO, Responder 

www.ryonic.com Ryonic RMIS Crawler 

www.sarcos.com Sarcos Guardian S 

www.sewervue.com SewerVUE Surveyor 

www.superdroidrobots.com Jaguar V4 

www.turtlerover.com Turtle Rover 

www.cuesinc.com Laser Ring Profile 

www.envirosight.com Laser Ring Profiler 

www.rauschusa.com Laser Scanning Profiler 

www.2grobotics.com Underwater Laser Scanner 

http://www.cobratech.com/
http://www.cuesinc.com/
http://www.deeptrekker.com/
http://www.drrobot.com/
http://www.envirosight.com/
http://www.inuktun.com/
http://www.officer.com/
http://www.reconrobotics.com/
http://www.redzone.com/
http://www.ryonic.com/
http://www.sarcos.com/
http://www.sewervue.com/
http://www.superdroidrobots.com/
http://www.turtlerover.com/
http://www.cuesinc.com/
http://www.envirosight.com/
http://www.rauschusa.com/
http://www.2grobotics.com/
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Online Resources on Floating Systems 

www.cuesinc.com Floating Platform 

www.redzone.com MSI MD Profiler 

www.uvstrenchless.com.au Multi-Sensor Raft 

 

Online Resources on Unmanned Aircraft Systems 

www.aeryon.com Aeryon SkyRanger 

www.amazon.com DJI & other drones 

www.atlasdynamics.eu Atlas Pro Drone 

www.bergenrc.com Bergen 

www.cyphyworks.com CyPhy Works Pocket Flyer 

www.dji.com DJI Inspire, 2, Mavic Pro, Phantom 4 Pro & Spark 

www.flyability.com  Flyability ELIOS 

www.getfpv.com MTRI Blackout Mini H 

www.goflyeye.com Aerobot Flyeye 

www.proxdynamics.com Black Hornet 2 

www.quadh2o.com QuadH2O 

www.roboticstrends.com/article/loon_copter_drone_flies_floats_swims_underwat 

er 

www.sensefly.com SenseFly Albris 

www.swellpro.com Swellpro Splash Drone 3 

www.yuneec.com Yuneec Typhoon H Pro 
 

 

Online Resources on Underwater Systems 

www.aquabotix.com Aquabotix 

www.cuesinc.com Sonar Profiling System 

www.deeptrekker.com Underwater Drone DTG2 

www.navaldrones.com REMUS 100 AUV 

www.openrov.com/products/trident Trident Underwater Drone 

www.redzone.com HD Sonar Sub 

www.videoray.com Video Ray 

http://www.cuesinc.com/
http://www.redzone.com/
http://www.uvstrenchless.com.au/
http://www.aeryon.com/
http://www.amazon.com/
http://www.atlasdynamics.eu/
http://www.bergenrc.com/
http://www.cyphyworks.com/
http://www.dji.com/
http://www.flyability.com/
http://www.getfpv.com/
http://www.goflyeye.com/
http://www.proxdynamics.com/
http://www.quadh2o.com/
http://www.roboticstrends.com/article/loon_copter_drone_flies_floats_swims_underwat
http://www.sensefly.com/
http://www.swellpro.com/
http://www.yuneec.com/
http://www.aquabotix.com/
http://www.cuesinc.com/
http://www.deeptrekker.com/
http://www.navaldrones.com/
http://www.openrov.com/products/trident
http://www.redzone.com/
http://www.videoray.com/
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Others 

www.vincross.com/HEXA All-Terrain Hex Pod Robot 

www.leica-geosystems.com Leica Laser 3-D Survey Scan 

http://www.vincross.com/HEXA
http://www.leica-geosystems.com/
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Appendix A. Literature Review 

 

Selvakumar et al. (2014) reported a comprehensive study they conducted for the U.S. 
EPA in which they tested five indirect technologies at select field sites of buried 
wastewater collection infrastructure. The five technologies were Closed-Circuit Television 
(CCTV), zoom camera, digital scanning, electro-scanning, laser profiling, and sonar. 
CCTV was chosen since it has become the industry standard for inspecting wastewater 
pipelines, and it can establish baseline data. The other four technologies were brought in 
because they are commercially available but still relatively new and untested. The team 
provided the following notes on each of the five technologies: 

 

¶ CCTV ï This system can provide video representations of the interior conditions 
of the pipe above the waterline. CCTV can identify and locate specific defects so 
long as the pipe is precleaned and almost free of debris and water. CCTV cannot 
supply any quantitative data such as the size and depth of cracks in pipe wall or 
voids in backfill. CCTV data requires subjective assessment of its visual data. 
CCTV inspection can be time-consuming, as the camera is mounted on a crawler 
that moves through the pipeline at a slow steady speed. 

 

¶ Zoom Camera ï The operation of this camera-based system may be simpler and 
less time-consuming if the camera is mounted on a pole to simply peek in, pan 360 
degrees, and zoom down the pipe as far away as 100 ft. The system produces still 
imagery or video recordings of the pipeôs interior conditions above the waterline. 
However, the system may not be able to provide as much information as CCTV. 
This system may not require precleaning of the pipe if it is mounted on a pole. 

 

¶ Digital Scanning ï In this technique, a crawler or a floating platform equipped with 
one or two high definition (HD) digital cameras travels through the pipeline to 
collect HD video and still photo data of the pipeôs interior conditions. Some digital 
cameras come with an inclination meter and gyroscope for alignment 
measurements. Wide-angle lenses are used often for larger size pipes. The 
advantage over CCTV is that with this system defect coding can be done easily in 
the office with post-processing software that permits the users to do virtual pan, tilt, 
zoom, and stop the image. The disadvantage of the system is that the image 
resolution declines with pipe diameter. 

 

¶ Electro-scanning ï This electric technique, based on ASTM F 2550-06 test 
method, is carried out by sending an electric voltage between an electrode 
attached to the nonferrous (clay, concrete, plastic) pipe and another electrode 
anchored on the ground away from the pipe. If the pipe is free of any defects such 
as cracks, holes, and open joints, high electrical resistance is measured between 
the two electrodes. Thus, this is basically a leak detection method. The 
measurement is taken at predetermined intervals along the pipe length. The 
technique can produce a graphical plot, in which spikes in the measured electric 
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current indicate the location of the defect around the pipeôs circumference. The 
method may be able to estimate the type of defect through computer data 
processing. The method is obviously applicable only to pipes that are almost fully 
filled with water. 

 

¶ Laser Profiling ï This system captures a two-dimensional geometry of the pipe 
interior wall at each location where it is operated. The system can be combined 
with a CCTV or digital scanning unit to provide needed quantitative information. If 
the scan shows the pipe interior to be deviating outside of the reference shape at 
one location, the pipe likely has badly deteriorated wall (perforation, pitting, 
slabbing, etc.) at that location. If the scan shows the opposite, the pipe likely has 
debris accumulation or localized wall warping/buckling. The laser profiling system 
should come with a motion monitoring system so that it knows its 
orientation/position with respect to the pipeline axis. If the system is veered off from 
its ideal position, it can provide largely distorted incorrect profile shape. 

 

¶ Sonar ï Unlike any of the systems described above, this sound wave-based 
technique can be used to inspect pipe conditions below the waterline. Sonar 
inspection is carried out usually by passing a sonar unit mounted on a raft, skid, or 
robotic tractor through the pipeline. The system emits high frequency sound waves 
and picks up with its head reflected wave signals coming from the pipe wall and 
debris. The system can be used in conjunction with the laser system so that a 
complete pipe geometry can be gathered for partially submerged structure. If 
sediment accumulation exists over the pipeôs invert, the only information the sonar 
system can provide is the location and depth of sediment accumulation. 

 
Liu and Kleiner (2013) conducted a state-of-the-art review of indirect inspection 
techniques for assessing physical conditions of water mains. A comprehensive review 
identified seven method groups for inspecting water distribution pipelines ï visual 
inspection (CCTV), laser scan, electromagnetic methods (magnetic flux leakage, 
remote field eddy current, broadband electromagnetic, pulsed eddy current, ground 
penetrating radar, ultra-wideband pulsed radar), acoustic methods (sonar profiling 
scan, impact echo, smart ball, sahara system, leak detection), ultrasound methods 
(guided wave ultrasound, discrete ultrasound, phased array, combined ultrasound 
testing), radiographic methods (X-ray, gamma-ray), and thermography methods. The 
followings are some comments they made for the methods that are relevant to 
highway culverts: 

 

¶ CCTV ï Two cameras are needed to provide frontal view as well as 360-degree 
side view. The crawler speed should be set at 6 in./se (15 cm/s) or slower to ensure 
video quality. Alternatively, the system can have two scanning digital cameras, 
each equipped with a 186-degree fish-eye lens, to capture hemispherical images 
to create full 360-deg. panoramic images. Regardless of the system used, ample 
illumination is needed inside the conduits. 
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¶ Laser Profiling ï The basic system comes with a unit that rotates the laser 360 
degrees. No special lighting is needed. Accuracy of laser measurements is 
affected by rotational speed, sampling rate, crawler speed, surface 
color/roughness of the conduit. The newer system projects a ring-shaped laser 
light onto the pipe surface so that a camera can capture this image, and computer 
software can later analyze the exact shape of the pipe. All laser profiling systems 
available are for above waterline. No known laser systems function underwater. 

 

¶ Sonar ï This underwater acoustic technology emits a pulse (velocity 0.1-0.2 m/s) 
every 1.5 seconds which bounces back when encountering a solid object. Each 
echo received can provide the outline of the submerged pipe section. The 
resolution of the geometry data is proportional to the sonar frequency. Thus, small 
surface defects can be best detected at high frequencies. However, at higher 
frequencies sonar pulses attenuate fast (do not travel far from the emitter). To get 
the best of the both frequency ends, some sonar systems conduct a wide-
frequency scan. A system equipped with both laser and sonar systems can provide 
the complete geometry for partially submerged pipes. 

 

¶ Impact Echo ï In this technique, the pipe is struck by a hammer to send stress 
waves across the pipe wall. The waves reflect back upon reaching any density 
contrasting boundaries (pipe/soil interface, a sizable anomaly in the wall such as 
a void) and are detected by a displacement sensor or an accelerometer positioned 
near the impact site. The technique has been used for pipes made of concrete, 
masonry, ceramics, and plastic. The ultrasound methods work in a similar fashion. 

 

¶ Ground Penetrating Radar (GPR) ï In this technique, electromagnetic radio waves 
are transmitted from an antenna, travel through a solid body, reflect off any density 
contrasting boundaries, and are detected by a receiver unit. The technique is 
commonly applied from the ground surface to locate a buried object. However, 
recently there are GPR systems that can operate from inside the pipe to collect 
data concerning the pipe wall and the soil fill outside the pipe. Similar to the sonar 
method, a wide range of radio frequency waves are needed to obtain the best 
results. 

 
Liu and Kleiner prepared tables to summarize performance-related information for the 
inspection techniques (partially reconstructed in Table A.1). In addition, they listed multi- 
sensor platform pipe inspection systems that are available in the market (also partially 
reconstructed in Table A.2). Lastly, the authors commented that systems that need to be 
hooked up to an electric power chord are preferred over the cordless autonomous ones 
because the chord can function as a tether to recover the crawler in case it becomes 
stuck inside the pipe. 
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Table A.1: Performance Notes on Indirect Inspection Techniques 
Method Type Performance Related Notes 

Visual Inspection [CCTV] Quality of video image depends highly on skills of field personnel. 

Laser Scan Can provide an accurate profile geometry even in darkness, but needs 
data processing. 

Acoustic Methods [Sonar] Can provide accurate pipe cross-section. Accuracy may be less in 
turbid water carrying suspended solids. 

[Impact Echo] Works well for wall thickness up to 1.8 m. Accuracy is 
typically 2%. 

Electromagnetic 
Methods 

[GPR] The performance (penetration depth, resolution) in soil is highly 
dependent on soil characteristics. Penetration tends to be very limited in 
wet clays. No evidence of consistent ability to detect voids in soil. 
Significant work is needed to process and interpret the signal data. 

 
Table A.2: Available Pipe Inspection Systems 
System Sensors Notes 

PIRAT Video camera, 2D 
laser scanner 

A non-autonomous, tethered surveillance system. 
Comes with a 250-m length cable. 

KARO Video camera, 3D 
optical scanner, 
inclinometers, 
ultrasound test 
system 

A semi-autonomous, wheeled, and tethered 
experimental platform. Designed to work in pipes up to 
12-inch diameter. Inclinometers help the system adjust 
its position. 

KANTARO Fish-eye camera, 2D 
laser scanner 

A fully autonomous, self-propelling-steering, and un- 
tethered platform. Designed to work in pipes up to 12- 
inch diameter. 

MAKRO Camera, laser cross- 
hair projector, ultra- 
sound test system, 
infrared sensors 

A fully autonomous, self-propelling-steering, and un- 
tethered platform. Consists of six jointed segments. 
On-board batteries can support up to 2 hours of 
operation. 

Super-Pig Ultrasound sensors A non-autonomous platform for incorporating 
ultrasound sensors to measure pipe wall thickness 
loss, cracks, and other defects. Designed to work in 
pipes up to 12-inch diameter. Needs a vehicle to propel 
through the pipe. 

 
The wastewater infrastructure (PVC and reinforced concrete pipes that varied in diameter 
from 8 to 72 inches) were examined using remote technologies in Kansas City, Missouri 
in August 2010. At the end of the field demonstration phase of the project, the team made 
the following notes: 

 

¶ CCTV inspection identified locations of structural defects. Cracks, fractures, and 
broken pipe were the most common structural defects observed. 

 

¶ Zoom camera inspection managed to cover only about 20% of the total length of 
the pipelines, since only a small number of manhole-to-manhole pipe segments 
had a sight distance of less than 50 ft. In addition, sight distance was sometimes 
limited due to spider webs, vegetation roots, and debris. Also, quality of visual data 
by this technique was reduced by condensation taking place on the camera 
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lens. When functioning well, zoom camera inspection was able to identify defects 
that were observed by CCTV. 

 

¶ The combination of laser and sonar scanners was able to identify, with engineering 
judgement, most of the locations of structural defects such as material loss. 

 

¶ The sonar scan provided the information on the location and depth of sediment in 
the pipe accurately, which was unavailable by CCTV inspection. 

 
Morris et al. (2013) of Robotic Institute at Carnegie Mellon University presented a new 
method of collecting detailed 3-D geo-survey data for subterranean spaces using a robotic 
crawler equipped with LiDAR, video camera, thermal camera, and other sensors. LiDAR 
stands for light detection and ranging. It is a laser-based remote surveying technique that 
can collect high-resolution contour data for any solid surface. This technology has been 
applied to map the surfaces of Earth, moon, and many other objects. The system is 
basically an advanced version of the laser profiler described earlier. It works only above 
the waterline. 

 
A research team at Michigan Tech University (Brooks et al., 2015) recently looked into 
the use of quad-rotor drones, which are equipped with onboard camera and video 
recorders, for inspecting culverts. They tested four UAVs --- Bergen hexacopter, DJI 
Phantom Vision 2 quadcopter, Blackout mini H quad, Mariner Waterproof quadcopter, 
and a few micro UAVs. One of the objectives was to determine if UAVs can fly safely in 
confined spaces such as culverts. They stated that the drone will need a stable platform 
and onboard lighting to acquire high-quality image data. They also mentioned concerns 
for the ground effect, which is a phenomenon that lifts an aircraft higher when it is hovering 
close to the ground (propellers displacing the air beneath the craft, causing the air 
pressure to rise). 

 
A recent issue of the ASCE Civil Engineering Magazine has an article related to the use 
of drones for inspecting bridges (Wells et al., February 2017). The article describes a 
recent program completed jointly by the Minnesota DOT (MinnDOT) and Collins 
Engineers, Inc. in which unmanned aircraft system (UASs) or so-called drones were used 
to conduct inspections of three bridges and one corrugated-plate arch structure. In the 
first phase of the program, the MinnDOT studied the Federal Aviation Administration 
(FAA) regulations applicable to the use of drones. For the second and main phase, the 
MinnDOT tested two different quad-rotor drone systems (Aeryon SkyRanger by Aeryon 
Labs, Inc. of Waterloo, Ontario, Canada; and Albris UAS by SenseFly SA, Cheseaux-sur- 
Lausanne, Switzerland) that were both equipped with traditional and infrared cameras. 
For inspecting the high arch culvert, the drone Albris UAS was equipped with ultrasonic 
detectors to avoid any obstacles. No GPS receiver was needed as the drone was only to 
fly along the straight culvert structure. The MinnDOT is still analyzing all the data gathered 
in the program. However, they stated that the program was successful and it is quite 
possible to use UASs without violating FAA regulations. The MinnDOT also reported cost 
savings of up to 66% when inspecting bridges with an UAS. 
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On Sept. 16, 2016, the Albris drone was tested in front of media and bridge engineers by 
the Ohio Turnpike & Infrastructure Commission, Ohio/Indiana UAS Center, ODOT, and 
SenseFly to demonstrate its effectiveness as a new tool for inspecting bridges. The drone 
was able to perform well during the initial phase of the remote inspection of the Sandusky 
River Bridge (length 970ô, width 102ô). However, in the final phase it suddenly lost power 
and crashed into the water below the bridge. The company SenseFly was unable to 
retrieve their $35,000 UAS. (The Cleveland Plain Dealer, Sept. 16, 2016). 

 

The Florida DOT Study (2012) looked into the use of UAVs in their transportation-related 
projects. Their key conclusions are listed below: 

 

Å Rotary-wing UAVs work better than fixed-wing UAVs. 
Å The weather & wind speed can impact the UAVôs ability to obtain useful images 

and data. Smaller UAVs are more sensitive to wind and rain. 
Å Safe distance from target = 1 ft (ave. wind speed 7 mph, gust speed 10 mph); 3 ft 

(ave. wind speed 15 mph, gust speed 20 mph) 
Å Operators completed training in an average of 2.75 hours. 
Å Processing the UAV images into 3D models was a highly time-intensive process. 
Å The overall cost of purchasing a UAV (UAV platform, sensors, battery, etc.) may 

sum up to anywhere between $25,000 and $45,000. The UAV costs are coming 
down. [Ex.] DJIôs Phantom series (less than $1,000). 

Å Key features must include a 360-degree camera. 
Å UAVs generally have a shorter flight endurance than manned aircraft. 
Å Although ñsense & avoidò technology has been developing, UAVs still pose a 

potential for collisions. 
 

The U.S. Forest Service (2016) conducted a study in which they examined the benefits 
and costs of using small unmanned aircraft in forest service operations. The range of 
operations included bridge inspections. They concluded that the UAVs can provide high- 
resolution images of the bridge structure from angles only possible from a UAV. However, 
they pointed out that it was often unable to capture images from interior sections of the 
bridge. They also noted that the real time UAV camera can detect cracks up only to 0.06.ò 

 
The Minnesota DOT (June 2017) issued their latest study titled ñEnhanced Culvert 
Inspections ï Best Practices Guidebook.ò In this comprehensive study, a research team 
evaluated capabilities of inspection technologies such as CCTV, laser ring profiling, 
sonar, and Joint Photographic Expert Group (JPEG) mosaic inspection. Below are key 
comments the team noted on each of the technology options: 

 

¶ Closed Circuit TV (CCTV): Requires a crawler equipped w/ a CCTV camera, 
established low-cost technology backed by national standards. Potential negatives 

Á = crawlerôs sensitivity to site conditions, operator experience, no shape 
Á measurements, image distortion, cumbersome data storage. 

¶ Laser Ring Profiling: Availability of the large laser scan unit (to work in 36ò-118ò 
Á dia. pipes) may be limited. 

¶ Sonar: The smallest unit can be deployed in 12ò dia. pipe and needs at least 4ò of 
Á water. The large unit can survey up to 18ôdia. pipe. 
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¶ [Note] For partially submerged culverts, a floating platform may be constructed so that 
a laser and a sonar sensor can produce images of the culvert above and below the water 
line, respectively. 

¶ Joint Photographic Expert Group (JPEG) Mosaic Inspection: Sidewall scanning, 
Utilizes a crawler equipped with digital imaging cameras, Capture a continuous 360° 
image of culvert interior wall 

 

Michigan Department of Transportation (2014) carried out a comparative demonstration 
study on camera inspection systems coupled with laser ring profiler. The test equipment 
was provided by companies including CUES, Rausch, and RST. After some field trials, 
they reached the following observations: 

 

¶ The cost of camera systems ranged from $119,000 to $254,000, including 
hardware and software. 

¶ Each camera system was able to provide data on pipe out-of-roundness. 

¶ All camera systems had shortcomings that are inherent to the type of technology. 
For example, corrugated plates inside metal pipes produced a shadow effect, 
which made the data analysis difficult. 
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Appendix B. Local Culvert Data (Ashtabula County, Ohio) 

The culvert inspector (John Arcaro) at the ODOT Ashtabula County garage provided a 
list of his top priority culverts. The table below provides some basic information on these 
drainage structures. The information was extracted from the ODOTôs online-accessible 
Transportation Infrastructure Management System (TIMS). 

 

No. Old CFN Location Note 

1 040112000 SR 11, North of Seven 
Hills Rd. 

96ò dia. CMP, 306ô length, Slope 1.5%, Soil 

cover 30ô, Installed 1960; 

2 040111990 36ò dia. CMP, 128ô length, Inlet @ manhole, Soil 

cover 5ô, Installed 1960 

3 none SR 531, Across from 
West Shore Drive, East 
of Kent State 

(additional information not available.) 

4 045310370 SR 531, East of SR 11 15ò dia. RCP, 50ô length, Slope 2%, Inlet @ catch 

basin, Soil cover 2ô 

5 045310380 15ò dia. RCP, 50ô length, Inlet @ manhole, Soil 

cover 2ô 

6 043070090 SR 307, 1.85 mi East of 
County Line 

12ò dia. vitrified clay, 66; length, Outlet tied to a 

metal pipe, Installed 1925 

7 043070110 36ò stone, Soil cover 19ô, Installed 1925 

8 045340090 SR 534, North of SR 86 68ò dia. CMP, 60ô length, Both ends accessible, 

Soil cover unknown 

9 045310080 SR 531, East of Myers 
Rd 

36ò dia. HDPE pipe, 125ô length, Inlet @ catch 

basin 

10 045310090 24ò dia. HDPE pipe, 87ô length, Slope 3%, Inlet 

@ catch basin, Installed 2014 

11 040902060 I-90, East of SR 193 24ò dia. RCP, 88ô length, Inlet @ catch basin, Soil 

cover unknown, Installed 1958 

12 040902080 60ò dia. CMP, 398ô length, Slope 4%, Both ends 

accessible, Soil cover unknown, Installed 1958 

13 none I-90 @ Conneaut Creek 

Bridge 

(additional information not available.) 

14 040901705 I-90 @ ATB River 
Bridge 

15ò dia. CMP, 114ô length, Slope 0.5%, Inlet @ 

catch basin, Soil cover unknown, Installed 2012 

15 040901710 24ò dia. RCP, 126ô length, Slope 0.5%, Inlet @ 

catch basin, Soil cover unknown, Installed 1958 

16 040112020 SR 11 @ ATB River 
Bridge 

18ò dia. RCP, 75ô length, Slope 3%, Inlet @ catch 

basin, Outlet @ manhole, Installed, 1960 

17 040112010 18ò dia. RCP, 92ô length, Slope 1%, Inlet & outlet 

@ catch basin, Installed, 1960 

18 040112340 SR 11 @ RR Bridge, 

South of SR 46 

15ò dia. RCP, 168ô length, Inlet @ catch basin, 

Installed 1961 
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According to ODOT hydraulic engineer Matt Retta, most culverts in Ashtabula County are 
36ò or less in diameter. This statement applies both to the culverts along SR-531 
(Lakeshore Drive) and to those that always have water ponding. The partially submerged 
culverts may typically have up to 12ò of water and 0ò-8ò of silty sediment on the bottom. 
There may be some exceptions. 

 
The table below lists the culverts that are located under SR 531 (Lake Rd.). Once again, 
all of the information was extracted from ODOTôs TIMS. 

 
No. Old CFN Location Note 

1 045310590 SR 531, west of Salisbury Rd. 30ò dia. RCP, 50ô length, Soil cover 

unknown, Inlet end open (not tied to catch 

basin) 

2 045310580 SR 531, just west of the above 18ò dia. RCP, Length & soil cover unknown, 

Inlet end open (not tied to catch basin) 

3 045310570 SR 531, just west of the above 24ò dia. RCP, Length & soil cover unknown, 

Inlet end open (not tied to catch basin) 

4 045310560 SR 531, just east of Cleveland 
Dr. 

18ò dia. RCP, 40ô length, Soil cover 

unknown, Inlet end open (not tied to catch 

basin) 

5 045310550 SR 531, just west of Cleveland 

Dr. 

24ò dia. RCP, Length & soil cover unknown, 

Inlet end open (not tied to catch basin) 

6 045310540 SR 531, just east of Poore Rd. 12ò dia. vitrified clay, Length & soil cover 

unknown, Inlet end open (not tied to catch 

basin) 

7 045310530 SR 531, just west of the above 
culvert 

24ò dia. cast iron, 50ô length, Soil cover 

unknown, Inlet end open (not tied to catch 

basin) 

8 045310520 SR 531, just east of Derbyshire 
Rd. 

30ò dia. HDPE, 50ô length, Soil cover 

unknown, Inlet end open (not tied to catch 

basin) 

9 045310510 SR 531, just west of Derbyshire 
Rd. 

30ò dia. cast iron, 50ô length, Soil cover 

unknown, Inlet end open (not tied to catch 

basin) 

10 045310500 SR 531, just east of Berkshire 
Rd. 

48ò dia. RCP, 50ô length, Soil cover 

unknown, Inlet end open (not tied to catch 

basin) 

11 045310490 SR 531, west of the above, east 

of Harmon Rd. 

30ò dia. cast iron, 60ô length, 11ô soil cover, 

Inlet end open (not tied to catch basin) 

12 none SR 531, west of Harmon Rd., 

handling a streamôs flow 

48ò span stone box, Length unknown, 13ô soil 

cover, Installed 1900, Both ends open 

13 045310460 SR 531, west of the above 15ò RCP, Both ends may be open & 

accessible, No other info available 
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No. Old CFN Location Note 

14 045310450 SR 531, west of the above 72ò span concrete box, 55ô length, Soil cover 

4ô, Both ends open 

15 045310440 SR 531, west of the above 15ò RCP, Both ends may be open & 

accessible, No other info available 

16 045310430 SR 531, west of the above 60ò dia. RCP, 60ô length, Soil cover 5ô, 

Installed 2006, Inlet end may be open & 

accessible 

17 045310420 SR 531, just east of SR 193 15ò  dia.   cast  iron,   50ô  length,  Soil cover 

unknown, Inlet end may be open & 

accessible 

18 045310410 SR 531, between SR 193 and 

Englewood Ave. 

12ò dia. 

available 

HDPE, No other information 

19 045310400 SR 531, west of Parkwood Dr. 12ò dia. RCP, 50ô length, Soil cover 4ô, Inlet 

@ catch basin 

20 045310390 SR 531, west of the above 12ò dia. RCP, 50ô length, Soil cover 

unknown, Inlet @ catch basin 

21 none SR 531, west of the above 15ò dia. RCP, 50ô length, Soil cover 

unknown, Inlet @ catch basin 

22 045310380 SR 531, west of the above 15ò dia. RCP, 50ô length, Soil cover 

unknown, Inlet @ catch basin 

23 045310370 SR 531, west of the above, 

east of La Bounty Rd. 

15ò dia. RCP, 50ô length, Soil cover 2ô, Inlet 

@ catch basin 

24 045310360 SR 531, between La Bounty 

Rd. and Russell Rd. 

42ò dia. CMP, Gage 10, 75ô length, Soil cover 

12ô, Inlet @ catch basin 

25 045310350 SR 531, west of the above 15ò dia. RCP, 58ô length, Soil cover 3ô, Inlet 

@ catch basin 

26 045310340 SR 531, west of the above, east 

of rail road 

24ò dia. RCP, 80ô length, Soil cover 1ô, Inlet 

@ catch basin 

27 045310330 SR 531, just west of rail road 12ò dia. vitrified clay, 40ô length, Soil cover 

2ô, Inlet @ catch basin 

28 045310320 SR 531, west of the above 12ò dia. cast iron, 40ô length, Soil cover 2ô, 

Inlet @ catch basin 

29 045310310 SR 531, west of the above, east 

of State Rd. 

12ò dia. cast iron, 40ô length, Soil cover 2ô, 

Inlet @ catch basin 

30 045310300 SR 531, just east of State Rd. RCP with unknown diameter, No additional 

information available 

31 045310290 SR 531, just west of Parkview 

Ave. 

15ò dia. cast iron, 35ô length, Soil cover 

unknown, Inlet @ catch basin 

32 045310280 SR 531 @ Manola Ave. 12ò dia. RCP, Soil cover 2ô, No other 

information available 

33 040112410 SR 531 @ SR 11 12ò dia. RCP, 56ô length, Soil cover 

unknown, Inlet @ catch basin, Installed 1961 

34 040112400 SR 531 @ SR 11 12ò dia. RCP, 95ô length, Soil cover 8ô, Inlet 

@ catch basin, Installed 1961 
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No. Old CFN Location Note 

35 045310270 SR 531 @ Bristol Ave. 12ò dia. RCP, 36ô length, Soil cover 2ô, Inlet 

@ catch basin 

36 045310250 SR 531 @ Stowe Rd. 12ò dia. CMP, 51ô length, Soil cover 2ô, No 

more information available 

37 045310240 SR 531 @ Locust Dr. 12ò dia. HDPE or PVC, 203ô length, Soil 

cover 2ô, Inlet @ catch basin 

38 045310210 SR 531, just east of Overlook 

Dr. 

15ò dia. vitrified clay, 46ô length, Soil cover 4ô, 

Inlet @ catch basin 

39 045310200 SR 531, between Walnut Dr. 

and Elm Dr. 

36ò dia. RCP, 36ô length, Soil cover 6ô, Inlet 

@ catch basin 

40 045310190 SR 531, between Century Bay 

Ave. and Morningside Ave. 

27ò dia. RCP, 53ô length, Soil cover 2ô, Inlet 

@ catch basin 

41 045310180 SR 531, just west of Shadyside 

Ave. 

18ò dia. RCP, 36ô length, Soil cover 2ô, Inlet 

@ catch basin 

42 045310170 SR 531, just west of Shadyside 

Ave. 

18ò dia. RCP, 48ô length, Soil cover 2ô, Inlet 

@ catch basin 

43 045310160 SR 531 @ Linwood Dr. 42ò dia. cast iron, 66ô length, Soil cover 8ô, 

Inlet end open and accessible 

44 045310150 SR 531 @ Park Dr. 30ò dia. RCP, 60ô length, Soil cover 4ô, Inlet 

@ catch basin 

45 045310140 SR 531 @ Russell Rd. 18ò dia. RCP, 48ô length, Soil cover 1ô, Inlet 

@ catch basin 

46 045310130 SR 531 @ Rudd Rd. 12ò dia. plastic, 47ô length, Soil cover 2ô, 

Inlet @ catch basin 

47 045310120 SR 531, west of the above 12ò dia. CMP, 38ô length, Soil cover 2ô, Inlet 

@ catch basin 

48 045310110 SR 531 @ Ninevah Rd. 15ò dia. RCP, 54ô length, Soil cover 2ô, No 

more information available 

49 045310100 SR 531, west of the above, 

handling a small river 

84ò dia. RCP, 112ô length, Soil cover 14ô 

max., Both ends open and accessible 

50 045310090 SR 531, west of the above 24ò dia. HDPE, 87ô length, Soil cover 10ô 

max, Inlet @ catch basin 

51 045310850 SR 531, west of the above 24ò dia. HDPE, 100ô length, Soil cover 15ô 

max, Inlet @ catch basin 

52 045310080 SR 531, west of the above 36ò dia. HDPE, 125ô length, Soil cover 2ô, 

Inlet @ catch basin 

53 045310070 SR 531, west of the above 72ò dia. RCP, 33ô length, Soil cover 1ô, Inlet 

end open and accessible 

54 045310060 SR 531 @ Hawley Dr. 18ò dia. plastic, 60ô length, Soil cover 3ô, 

Inlet end @ catch basin 

55 045310050 SR 531, west of the above 24ò dia. HDPE, 60ô length, Soil cover 4ô, 

Inlet @ catch basin 
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No. Old CFN Location Note 

56 045310040 SR 531, just east of Austin Rd. 15ò dia. RCP, 36ô length, Soil cover 1ô, Inlet 

end may be open and accessible 

57 045310030 SR 531 @ Austin Rd. 15ò dia. RCP, 60ô length, Soil cover 3ô, Inlet 

@ catch basin 

58 045310020 SR 531 @ Broxton Dr. 12ò CMP, 60ô length, Soil cover 2ô, Inlet end 

@ catch basin 

59 045310010 SR 531, just west of Fairfax Rd. 12ò CMP, 40ô length, Soil cover 2ô, Inlet end 

@ catch basin 
 

There are 59 culverts listed under SR 531 (Lake Dr.) in TIMS. Their diameters range from 
12 to 84 inches. The longest length is 203 ft. The culvert materials vary. Basic analysis of 
the data compiled here is given below. 

 

¶ Size Distributions --- 12ò (17 culverts), 15ò (12 culverts), 18ò (6 culverts), 24ò (7 

culverts), 27ò (1 culvert), 30ò (5 culverts), 36ò (2 culverts), 42ò (2 culverts), 48ò (2 

culverts), 60ò (1 culvert), 72ò (2 culverts), and 84ò (1 culvert). 

 
¶ Length Distributions ï Less than 50ô (24 culverts), 50ô to 69ô (16 culverts), 70ô to 

89ô (3 culverts), 90ô to 109ô (2 culverts), 110ô to 150ô (2 culverts), More than 150ô (1 

culvert), Unknown (11 culverts) 

 
¶ Materials --- Concrete (32 culverts), Corrugated Metal (5 culverts), Ductile Iron (8 

culverts), Vitrified Clay (3 culverts), Plastic (9 culverts), Stone (2 culverts). 
 

¶ Shapes --- Circular (57 culverts), Box (2 culverts). 
 

¶ Inlet Treatment --- Connected to Catch Basin/Manhole (33 culverts), Wide Open 
(18 culverts), Unknown (8 culverts) 
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Appendix C. Notable Commercial Crawler Systems 

[Note] This section was put together largely by cutting-and-pasting photographs, 
specifications, and writeups from various vender websites. 

 
Crawler Kit by EnviroSight - Crawler Rovver X 

 

EnviroSight has a flexible pipe crawler kit, which has a 6-wheeled crawler named Rovver 
X, many different size/type wheels, a camera head, a reel with 1000 ft of cable, a twin 
joystick control unit, and tools (wrenches, etc.). The crawler is submersible, being 
constructed from aluminum and stainless steel (corrosion resistant). It weighs 13.2 lbs. It 
has dimensions of 12.2ò L x 4.4ò W x 3.2ò H and is small enough to inspect 6ò dia. pipes. 
The crawler comes with many quick-change wheel options. Each wheel is shaped and 
treaded to climb over obstacles and joint offsets and provide good traction. 

 

 
Crawler Rovver X ï Price $17,160 
The camera RCX90 (Price $14,040) that comes with Rovver X has the following 
specifications: 
¶ Size: 6.6ò L x 3.1ò W x 2.8ò H 

¶ Weight: 3.3 lbs 

¶ Resolution: 720 x 576 pixels 

¶ Zoom lens: 120x (10x optical, 12x digital) 

¶ Pressure rating: 1 bar or 33 ft of water 

¶ Features: Auto shutter, auto/manual focus 

¶ Illumination: Dimmable 40-LED array 

¶ Articulation: +145 degree tilt; Infinite pan 

¶ Sensing capability: Temperature, pressure, pan/tilt 
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EnviroSight has an optional camera lift arm available, which can be attached to the 
crawler to raise the camera position by 3.1ò to 10.2ò. Price - $12,480 
They also have two larger carriage systems for the camera, which will allow the system 
to inspect pipes up to 10 ft in diameter called XL Tractor ($10,400). 

 

 

 

EnviroSight has a laser ring profiler available, which can be attached easily to the crawler 
Rovver X. This unit allows the system to capture pipe ovality data for pipes that are in 6ò 
to 27ò in diameter. 
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The latest option/accessory made available by EnviroSight is the side-scan camera, 
DigiSewer ($54,080). 
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DT 340 Pipe Crawler (by Deep Trekker) 
DT 340S 

 

The DT340 S package includes everything you need as a professional pipe inspector. The system 
includes a pan, tilt and zoom camera to easily view your entire pipe system as well as a tether 
length counter to know where defects are found within the pipe system. The simple to use 
handheld controller with integrated viewing screen includes everything you need to operate your 
DT340 crawler. This package contains: 

 
¶ DT340 Pipe Crawler with PTZ Camera Head 
¶ 150m Tether on Reel with Tether Length Counter 
¶ Handheld Controller 
¶ Carrying Cases (2) 

With DigiSewer side-scanning, you capture footage at speeds up to 70 feet/minute 
without stopping to pan, tilt or zoom. And side-scanning generates detailed flat scans that 
can be reviewed and annotated in a fraction the time. 

With all the time and money side-scanning saves, be sure to demand a system that 
handles all your pipeðno matter the material, condition and size. DigiSewer for ROVVER 
is the only side-scanner that adapts to real-world conditions, and the only one that also 
supports traditional CCTV inspection, giving you total versatility for your investment. 

Best of all, DigiSewer remains the leading innovator in side -scanning, offering features 
like virtual pan/tilt, inclination graphing, joint/ tap auto-recognition, PACP color-coding, 
and full WinCan integration. 

Not only is DigiSewer adaptable enough to scan the broadest range of pipe sizes and 
diameters, it runs on the ROVVER platform, which means it can also be reconfigured to 
perform traditional video inspection and laser profiling. 

DigiSewer scans can be viewed and annotated using WinCanôs ScanExplorer software. 
DigiSewer works in pipes ranging from 6ò to 27ò in diameter. 
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The DT340 L package includes everything you need to start out with pipe inspections, 
including a static camera, easily steer and maneuver through your pipelines with the 
handheld video controller. This package contains: 

 
¶ DT340 Pipe Crawler with Static Camera Head 
¶ 150m Tether on Standard Reel 
¶ Handheld Controller 
¶ Carrying Cases (x 2) 

 
 

 
DT 340 Pipe Crawler 

Dimensions: 28ò L x 5.6ò W x 6.0ò H 
Weight: 34.2 lbs 
Material: Stainless steel, Aluminum 
Pipe Size: 8ò Dia. (min.) 
Lights: Shadowless LED flood 
Sensors: Camera, Water pressure, Inclinometer 
Speed: 12 m/min 
Temperature: 23 to 104 degrees F 

 
The DT340 L Package is ideal for simple pipe inspections. Deep Trekker Pipe Crawler is 
like no other crawler on the market. With on-board batteries, the crawler can operate up 
to 8 hours on a 1.5-hour charge. Short ótop-upô charges on breaks can extend the DT340 
pipe crawler use even longer. Using the hand-held controller with integrated viewing 
screen; easily maneuver your crawler throughout your pipe system as you watch live on 
the integrated super-bright screen the view from the static camera head. This system 
requires no additional or dedicated truck systems, the entire unit fits into two carrying 
cases so you can deploy from anywhere. 

 
Static Camera Head Specifications: 
Imager: Color 1/4ò CCD 
Resolution: 530 TVL, 1.0 lux 
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Zoom Lens: 10X Optical 
Features: Auto/manual iris, auto/manual focus 

 
The DT340 S Pipe Crawler is submersible in up to 50m (164 ft) of water. Inspect 
submerged storm, sanitary, or underwater pipelines with ease. 

 
The DT 340 L system comes complete with 4 wheels designed to fit in an 8-inch pipe. 
Optional wheel sizes and tracks are available to properly position the camera head in the 
center of the pipe. Optional wheels and tracks can be added or removed in-field. The 
options bolt onto the outside of the standard wheels using four screws.  
Package Price: $9,999 

 
DT 340 Wheel Kit for 12ò Dia. Pipes 

 
These rubber wheels will properly position your camera head in the center of a 12 inch 
(300 mm) pipe. The additional wheels can be added or removed at any time. The wheels 
bolt onto the outside of the standard wheels included on the DT340 systems using 4 
screws. Select from a complete 4 wheel set or select additional individual spare wheels. 

Price: $1,199 
 

 
DT 340 Elevating Arm 

 

Pipe inspection best practices include centering your camera head in the middle of your 
pipe. Now, with this elevating arm you can add additional height to your DT340 Pipe 
Crawler experience at any time. Quickly bring your camera head to the center of the pipe 
to ensure that you reach the perfect viewpoint in pipes as large as 36ò (914 mm) in 
diameter. Price: $2,999. Suitable for use with 10ò or 12ò wheel sets for the best stability. 
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DT 340 Crawler Tracks Kit 
 

When in larger pipes or overcoming large objects, track option greatly improves your pipe 
inspection abilities. The track system can fit in pipes 14 inch (355 mm) in diameter or 
larger, and can be added to either the DT340L, DT340S, or DT340X packages. 

 
The track option is lightweight, durable, and self-cleaning, with anodized aluminum and 
UHMW construction to support polyurethane belts reinforced with steel cords.  
Price: $5,623 

 

 
 

Pipe Crawlers by Cobra Technologies 
 

Cobra Technologies offers crawlers that can be configured with either wheels or tracks 
and can support a camera and a laser ring profiler. 

 

Cobra Technologies introduces its powerful and unique track driven crawler designed for 
inspection of storm sewer pipes 24" to 120". The Cobra Steerable Storm Crawler utilizes a unique 
track system or wheels depending on the pipe size, type and condition. It has a 360° skid steer 
(joystick). Incorporating the distinctive, exclusive features of the powerful Cobra 8" Crawler 
(automatic freewheel/automatic drive engagement, variable speed, stainless steel swivel single 
connector, etc.), the Cobra Steerable Storm Crawler has 
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unrivaled power and performance. A remote/manual elevator provides inspection 
capabilities to 120". The power elevator defaults to a closed position automatically should 
a power failure occur. Cobra systems incorporate necessary wiring to use the Cobra 
Steerable Storm Crawler without any system changes making Cobra Inspection Systems 
easily upgradeable to meet all your pipe inspection requirements. The Steerable Storm 
Crawler is water-submersible. 

 

Steerable Storm Crawler (tracked) Steerable Storm Crawler (w/ Sonar) 

Price: $160k-$170k (w/ 500+ ft of tether) 

Note: Cobra Technologies does not offer a laser ring profiler. It must be obtained from 
EnvironSight of CUES. 

 
 

All Terrain Inspection Vehicles 
 

The pipe crawlers listed above were both developed for sewer pipes in mind, which do 
not have much deposits inside. Highway culverts, however, often have sediment and 
large obstacles (boulders, bricks, tree branches, etc.). Thus, a robust all-terrain inspection 
vehicle may be more desirable. 

 

Below is an all-terrain vehicle inspection robot available from a company called Inuktun. 
It may be also known as óDelta Extreme Crawling ROV.ô It has a camera and lights on its 
front face and is propelled by a tacked propulsion system. Youtube videos online show 
how easily this system can move on top of wet soil sediment. When inspecting larger 
pipes and/or navigating in a pool of water, it can function in a raised configuration, as 
seen in the picture on the right. 
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The next all-terrain portable inspection vehicle is shown below: 
 

 

Jaguar V4 Mobile Robotic Platform by SuperDroid Robots is designed for indoor and 
outdoor applications requiring robust maneuverability and terrain maneuverability. It 
comes with up to four articulated arms and is fully wirelessly 802.11N connected. It 
integrates outdoor GPS and 9 DOF IMU (Gyro/Accelerometer/ Compass) for autonomous 
navigation. Jaguar V4 platform is rugged, light weight (< 30Kg), compact, weather and 
water resistant. It is designed for extreme terrains and capable of stair or vertical climbing 
up to 300mm (12ò) with ease. The 4 articulated arms could convert the robot into various 
optimal navigation configurations to overcome different terrain challenges. The integrated 
high resolution video/audio and optional laser scanner provide remote operator detail 
information of the surrounding. Besides the ready to use control and navigation software, 
a full development kit including SDK, data protocol and sample codes, is also available. 

 
¶ Dimensions: 38.5ò L x 27.6ò W x 7ò H 

o Weight: 66 lbs 

o Speed: 0-5.5 km/h (0-3.4 mph) 
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o Slope: Up to 55 degrees 

o Camera/Video: Color (640 x 480, 30 fps) with audio 

o Payload: 33 lbs max. 

o Controller: Gamepad Controller 

o Battery: LiPo battery (rechargeable) 

o Operation Time: 1.5 hrs 

o Temperature: -30 to 40 degree C 

o Mode: Remote control or autonomous navigation with GPS 

o Note: Shock resistant; Sealed weather-resistant construction 

o Price: $16,500 
 

The third option is a system RB-Sdr-96 (treaded pipe and duct inspection robot w/ 

tethered controller) by SuperDroid Robots. Price: $9,659.31  

 

Specifications: 

¶ For pipes and culverts 10" inner diameter and larger 

¶ Full pan and tilt dome front camera with 10X optical zoom mounted 

¶ Pan goes 360 degrees and the tilt is 0 to +90 degrees 

¶ All the camera functions are controlled from the remote as you stream the video 

¶ Chassis: Custom Welded Aluminum Base with IG32 right angle motors. The 

robot is completely waterproof. 

¶ Motors: 2 inch Wide Molded Track Set with custom wheels 

¶ Battery: High Power Polymer Li-Ion Module 22.2V 3Ah 

¶ Interface: Custom Controller with joysticks and 7inch color LCD. A 500 foot cable 

spool with rotary union is also included for easy deployment and winding of 

outdoor rated cable. 

¶ Weight: 10lbs as configured 

¶ Dimension: 8.5" wide x 17" long x 6.5" high. Designed to go into 10 inch ID pipes 

are larger. 

¶ Assembly: The entire robot will be assembled, configured and tested 

¶ Speed: 9 feet/sec 

¶ Runtime: Up to three hours 

¶ Camera System: PTZ dome camera 10X optical zoom. 
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The forth option is a system RB-Sdr-77 (compact tracked robot w/ stabilizer arms) by 

SuperDroid Robots. Price: $9,700. 

 
It is a small rugged robot that can easily fit in backpack or carrying case. The robot weighs 

less than 8lbs. The MLT-F is equipped with a rear flipper arm and camera in the nose of 

the robot. The version with the flipper arm is drop resistant up to 10 feet and can be tossed 

into a room or up on a balcony, etc. The treaded design and rear flipper arms allow this 

robot to climb many obstacles other compact robots can't. 
 

Small sized, rugged surveillance robot 
 

¶ Treaded design and rear flipper arms 
¶ Drop resistant up to 10 feet 
¶ Climbs over objects up to 10'' 
¶ Includes audio and video surveillance 
¶ Added visibility with high intensity LED lights 
¶ Variable speed up to 120 feet per minute. 
¶ Size: ~12.75''(L) x ~9.5''(W) x ~4.4''(H) 
¶ Weight: Less than 8 lbs 
¶ Tire/Tread size: 3.75'' composite cogged wheels 
¶ Run time up to 4 hours depending on use 

 
Military-Grade Robotic Systems 

 
Many robotic systems are being developed to aid military and law enforcement officers in 
conducting reconnaissance missions in hostile environment in both indoor and outdoor. 

 
The first system to mention here is a compact throwable robot óRecon Scout IRô by Recon 
Robotics (Minneapolis, MN). The Recon Scout IR is the worldôs first throwable, mobile 
reconnaissance robot with the capability of seeing in complete darkness. It protects lives 
by enabling law enforcement personnel to maintain standoff distance as they gain inside 
knowledge about dangerous and hostile environments. Operators throw the Recon Scout 
IR through a window or doorway and use the handheld Operator Control Unit II (OCU II) 
to direct the movement of the robot. The Recon Scout IR transmits real-time video up to 


